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1. Overall Description:

RAN1 sent an LS on CRS muting in eFeMTC to ask RAN4 to define for a network where all the UEs present are BL UEs supporting the new CRS muting capability signalling, the:

· Minimum amount(s) of CRS 

· Value(s) of X corresponding to number of the PRBs outside the narrowband/wideband used by BL UEs for CRS.

RAN4 has discussed thoroughly on CRS muting transmission bandwidth and have reached the agreements as follows,

· Y central PRBs are always-on CRS:

· Y = 6 for Cat-M1

· Y = 6 or 24 for Cat-M2

· Y = 24 is for situation where tight time error requirement is applied

· Z PRBs are transmitted for CRS during warm-up period in the BL UE channel bandwidth:

· Z = 6 for Cat-M1

· Z = 24 for Cat-M2

· X corresponding to number of the PRBs outside the bandwidth used by BL UEs for CRS:

· X = 1 for Cat-M1

· X = 0 for Cat-M2
Therefore RAN4 asks RAN1 to kindly take the above information into consideration.
2. Actions:

To RAN1:
ACTION: 
RAN4 asks RAN2 to kindly take the abovementioned conclusions into consideration.
3. Date of Next TSG-RAN WG4 Meetings:

TSG-RAN WG4 Meeting #86bis 
16th – 20th April 2018
Melbourne, Australia.

TSG-RAN WG4 Meeting #87
21st – 25th May 2018
Busan, South Korea
