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	Reason for change:
	For TDD NR UE, the Tx/Rx and Rx/Tx transition time is need, and can not be longer than TAoffset, otherwise, the RF requirement may not be met. i.e. the TDD NR UE shall meet all RF requirement at any DL/UL symbol when the gap length between DL and UL symbol is configured to be equal or longer than 2 * TAoffset
Only “6.5  Output RF spectrum emissions” shall be met in transient periods of time mask.



	
	

	Summary of change:
	Adding a declaration in subclause 4.2 that TDD UE shall meet all RF requirements at any UL and DL symbols when gap length between DL symbols and UL symbols is equal or longer than twice of TAoffset.
Modifying the declaration as “Unless otherwise stated the requirements in clause 6.5 apply also in transient periods.”
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========================== First Change Request ============================
4.2
Applicability of minimum requirements
a)
In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios 
b)
For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.

c)
The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal
d)
TDD UE shall meet all transmitter and receiver RF requirements at any UL and DL symbols when gap length between DL and UL symbols is configured to be equal or longer than twice of TAoffset for FR1 as defined in [38.133].
========================= Second Change Request ===========================
6.3.3.1
General

The transmit [power] time mask defines the transient period(s) allowed

-
between transmit OFF power as defined in sub-clause 6.3.2 and transmit ON power symbols (transmit ON/OFF)

-
between continuous ON-power transmissions […]. 

Unless otherwise stated the requirements in clause 6.5 apply also in transient periods.

