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< start of changes >
5.5
Configurations

5.5A
Configurations for CA

5.5A.1
Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	
	
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of non-descending channel bandwidths
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_n77C
	
	
	
	
	
	
	200
	0

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	50, 60
	60, 80, 100
	
	
	
	
	

	
	
	80, 100
	80, 100
	
	
	
	
	

	CA_n78C
	
	
	
	
	
	
	200
	0

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	50, 60
	60, 80, 100
	
	
	
	
	

	
	
	80, 100
	80, 100
	
	
	
	
	

	CA_n79C
	
	
	
	
	
	
	200
	0

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	50, 60
	60, 80, 100
	
	
	
	
	

	
	
	80, 100
	80, 100
	
	
	
	
	


< end of changes >

