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1 Introduction
The WID for NR DC was updated in RAN #79 meeting. This contribution provides a TP for TR 37.863-03-01 to finish the operating bands, channel bandwidths for DC_46D_n78A. 
Note that DC_46D_n78A is the fallback mode of DC_7A-46E_n78A and it is not intended to operate stand alone without combining with licensed E-UTRA band such as Band 7. This TP is to indicate that the DC_46D_n78A cannot operate stand alone and also to input the channel bandwidths for DC_46D_n78A based on the fallback rules from the channel bandwidth point.
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Text Proposal
<TP for TR 37.863-03-01>
6.x
DC_46D_n78A
6.x.1
Operating bands for DC

Table 6.x.1-1: DC band combination of LTE 3DL/1UL + one NR band
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_46D_n78A
	46
	5150 MHz
	–
	5925 MHz
	5150 MHz
	–
	5925 MHz
	TDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	


6.x.2
Channel bandwidths per operating band for DC

Table 6.x.2-1: Supported bandwidths per DC band combination of LTE 3DL/1UL + one NR band 
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	30

MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_46D_n78A1
	46
	15
	
	Yes
	
	Yes
	
	
	
	
	
	
	
	160

	
	n78
	15
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	NOTE 1: Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.


<end of TP >
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