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1 Introduction

In last meeting we collected 3 basic sets of bandwidths and SCS for REFSENS SNR levels. This document provides the rest simulation results at BLER@5% of SNR for both ideal and practical channel estimations.
2 Simulation results
Table 1 shows full sets of SNR results at 5%BLER for REFSENS based on the simulation assumptions from previous meeting. So the SNR is safe to take -1dB as agreed in previous meeting. 
Table 1 Simulation results of SNR@5%BLER for REFSENS

	FR
	CBW
	SCS
	Number of PRBs
	SNR@5%BLER for ideal channel estimation
	SNR@5%BLER for practical channel estimation

	FR1
	5
	15
	25
	-1,44173
	-1,24587

	
	10
	15
	52
	-1,69928
	-1,51161

	
	15
	15
	79
	-1,60932
	-1,42045

	
	20
	15
	106
	-1,68075
	-1,46757

	
	25
	30
	65
	-1,69859
	-1,44794

	
	40
	30
	106
	-1,68075
	-1,46654

	
	50
	30
	133
	-1,59022
	-1,36867

	
	60
	60
	79
	-1,69184
	-1,475

	
	80
	60
	107
	-1,71395
	-1,50426

	
	100
	60
	135
	-1,62969
	-1,41551

	FR2
	50
	60
	66
	-1,73584
	-1,52022

	
	100
	60
	132
	-1,68561
	-1,45536

	
	200
	120
	132
	-1,68561
	-1,45495

	
	400
	120
	264
	-1,71961
	-1,47762


3 Conclusions

In this contribution, we provide simulation results for NR REFSENS with proposal as following.
Proposal: Keep SNR as -1dB for deriving REFSENS for both FR1 and FR2.
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