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Start of Change 1
[bookmark: _Toc510694452]8.1.2.2	Minimum requirement 
Editor’s note: The requirements below have been derived without considering gap sharing when SSBs for RLM are partially overlapping with measurement gaps.
UE shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_out_SSB [ms] period becomes worse than the threshold Qout_SSB within TEvaluate_out_SSB [ms] evaluation period.
UE shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_in_SSB [ms] period becomes better than the threshold Qin_SSB within TEvaluate_in_SSB [ms] evaluation period. 
TEvaluate_out_SSB and TEvaluate_in_SSB are defined in Table 8.1.2.2-1 for FR1 and Table 8.1.2.2-2 for FR2, respectively.
Table 8.1.2.2-1: Evaluation period TEvaluate_out and TEvaluate_in for FR1
	Configuration
	TEvaluate_out (ms) 
	TEvaluate_in (ms) 

	non-DRX
	max(200, 10*TSSB)
	max(100, 5*TSSB)

	DRX cycle≤TBD160ms
	max(200, [15]*max(TDRX,TSSB))
	max(100, [8]*max(TDRX,TSSB))

	DRX cycle>TBD160ms
	max(200, [10]*max(TDRX,TSSB))
	max(200, [5]*max(TDRX,TSSB))

	Note:	TSSB is the periodicity of SSB configured for RLM. TDRX is the DRX cycle length.



Table 8.1.2.2-2: Evaluation period TEvaluate_out and TEvaluate_in for FR2
	Configuration
	TEvaluate_out (ms) 
	TEvaluate_in (ms) 

	non-DRX
	TBD
	TBD

	DRX
	TBD
	TBD





[bookmark: _Toc510694458]8.1.6	Minimum requirement for L1 indication 
When the downlink radio link quality on all the configured RLM-RS resources is worse than Qout, Layer 1 of the UE shall send an out-of-sync indication for the cell to the higher layers. A Layer 3 filter shall be applied to the out-of-sync indications as specified in [2].
When the downlink radio link quality on at least one of the configured RLM-RS resources is better than Qin, Layer 1 of the UE shall send an in-sync indication for the cell to the higher layers. A Layer 3 filter shall be applied to the in-sync indications as specified in [2].
The out-of-sync and in-sync evaluations for the configured RLM-RS resources shall be performed as specified in clause 5 in [3]. Two successive indications from Layer 1 shall be separated by at least TIndication_interval. 
When DRX is not used TIndication_interval is max(10ms, TRLM-RS,M), where TRLM,M is the shortest periodicity of all configured RLM-RS resources for the monitored cell, which corresponds to TSSB specified in section 8.1.2 if the RLM-RS resource is SSB, or TCSI-RS specified in section 8.1.3 if the RLM-RS resource is CSI-RS.
[In case DRX is used, upon start of FFS timer as specified in [2], the UE shall monitor the configured RLM-RS resources for recovery using the evaluation period and Layer 1 indication interval corresponding to the non-DRX mode until the expiry or stop of FFS timer. If DRX on-duration and RLM-RS are not aligned and DRX cycle<= 160ms, TIndication_interval is 1.5*max(10ms, TRLM-RS,M), where TRLM,M is the shortest periodicity of all configured RLM-RS resources for the monitored cell, which corresponds to TSSB specified in section 8.1.2 if the RLM-RS resource is SSB, or TCSI-RS specified in section 8.1.3 if the RLM-RS resource is CSI-RS.]
Editor’s note: FFS whether the DRX requirements are scaled by 1.5 if DRX on-duration and RLM-RS are not aligned.
[bookmark: _GoBack]
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