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Start of Change 1
[bookmark: _Toc510694450]8.1.2	Requirements for SSB based radio link monitoring
[bookmark: _Toc510694451]8.1.2.1	Introduction
The requirements in this section apply for each SSB based RLM-RS resource configured for PCell or PSCell, provided that the SSB configured for RLM are actually transmitted within UE active DL BWP during the entire evaluation period specified in section 8.1.2.2.
Editor’s note: Whether the same Tables 8.1.2.1 and 8.1.2.1-2 are used for any SCS of the SSB being measured.
Table 8.1.2.1-1: PDCCH transmission parameters for out-of-sync
	Attribute
	Value for BLER pair#0
	Value for BLER pair#1

	DCI format
	1-0
	TBD

	[bookmark: _GoBack]DCI payload size (Including CRC)
	24PRB: 56
48PRB: 58
96PRB: 60
	

	Number of control OFDM symbols
	Same as the number of symbols of RMSI CORESET
	

	Aggregation level (CCE)
	[8]
	

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	[0]dB
	

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	[0]dB
	

	Bandwidth (MHz)
	Same as the number of PRBs of RMSI CORESET
	

	Sub-carrier spacing (kHz)
	Same as the SCS of RMSI CORESET
	

	DMRS precoder granularity
	REG bundle size
	

	REG bundle size
	6
	

	CP length
	Same as the CP length of RMSI CORESET
	

	Mapping from REG to CCE
	Distributed
	

	



Table 8.1.2.1-2: PDCCH transmission parameters for in-sync
	Attribute
	Value for BLER pair#0
	Value for BLER pair#1

	DCI formatDCI payload size
	TBD1-1
	TBD

	DCI payload size (Including CRC)
	24PRB: 90
48PRB: 92
96PRB: 94
	

	Number of control OFDM symbols
	Same as the number of symbols of RMSI CORESET
	

	Aggregation level (CCE)
	[4]
	

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	[0]dB
	

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	[0]dB
	

	Bandwidth (MHz)
	Same as the number of PRBs of RMSI CORESET
	

	Sub-carrier spacing (kHz)
	Same as the SCS of RMSI CORESET
	

	DMRS precoder granularity
	REG bundle size
	

	REG bundle size
	6
	

	CP length
	Same as the CP length of RMSI CORESET
	

	Mapping from REG to CCE
	Distributed
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