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1 Introduction
For EN-DC for SUL, based on previous discussions, there are several operating scenarios:
· EN-DC for SUL without UL sharing which means LTE and NR in different carriers in a same band and from UE point of view it only transmit LTE or NR;
· EN-DC for SUL with UL sharing from network perspective which means LTE and NR in a same carrier and from UE point of view it only transmit LTE or NR;

· EN-DC for SUL with UL sharing from UE perspective which means LTE and NR in a same carrier and from UE point of view it transmit both LTE and NR;

· LTE/NR TDM operation

· LTE/NR FDM operation
2 Discussion
Band combination for EN-DC for SUL is defined in TS 38.101-3 as below table:
Table 5.2B.4.2-1: Band combinations EN-DC (three bands)

	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_3_SUL_n78-n80
	3
	SUL_n78-n80
	No


This band combination definition cannot differentiate above different SUL operating scenarios. However, as the support of UL sharing from UE perspective is a UE capability as agreed in last meeting so there is no need to differentiate them from band combination or configuration definition any more.
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Proposal: With the UE capability of support of UL sharing from UE perspective, band combination and configuration for SUL in current specification can be maintained.
3 Conclusion
This contribution further discusses the band combination for SUL and makes the following proposal:
Proposal: With the UE capability of support of EN-DC with UL sharing from UE perspective, band combination and configuration for SUL in current specification can be maintained.
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