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6.3.3.4
PRACH time mask

The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods as shown in Figure 6.3.3.4-1. The measurement period for different PRACH preamble format is specified as the duration of cyclic prefix and sequence.
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Figure 6.3.3.4-1: PRACH ON/OFF time mask

~~~~~~~~~Next changed Section~~~~~~~
6.3.3.8
SRS-PRACH time mask

The SRS/PRACH time mask defines the observation period between sounding reference symbol (SRS) and adjacent PRACH symbols. The time masks apply for all types of consecutive SRS/PRACH time mask for the case when power change is required.
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Figure 6.3.3.8-1: Consecutive SRS/PRACH time mask for the case when power change is required

6.3.3.9
PUSCH-PRACH and PUCCH-PRACH time masks

The PUSCH/PRACH time mask defines the observation period between PUSCH symbols and adjacent PRACH symbols. The time masks apply for all types of consecutive PUSCH/PRACH time mask for the case when power change is required.
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Figure 6.3.3.9-1: Consecutive PUSCH/PRACH time mask for the case when power change is required

The PUCCH/PRACH time mask defines the observation period between PUCCH symbols and adjacent PRACH symbols. The time masks apply for all types of consecutive PUCCH/PRACH time mask for the case when power change is required.
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Figure 6.3.3.9-2: Consecutive PUCCH/PRACH time mask for the case when power change is required
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