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1 Introduction
In [1], RAN4 sent an LS to RAN2 to specify to specify two different values of NTA_offset for TDD in FR1. RAN4 needs to update TS 38.133 section 7.1.1 to capture these agreements.

2 Analysis of Requirements
In the LS to RAN2 in [1], RAN4 has requested RAN2 to introduce signalling for enabling the network to configure the UE with NTA_offset for TDD in FR1. This is to allow the network to configure one vaöue of NTA_offset when LTE cell and NR cell are not on the same TDD carrier in FR1 and another value of NTA_offset when NR cell and LTE cell are on the same TDD carrier in FR1. The corresponding NTA_offset values for these two cases need to be defined in Section 7.1.2-2, Table 7.1.2-2 of TS 38.133.

Currently NTA_offset = 25560 Tc (13 (s) is already defined. This applies for the case when the LTE cell and NR cell are not on the same TDD carrier in FR1. But when the LTE cell and NR cell are on the same TDD carrier in FR1 then the NTA_offset = 39936 Tc (20 (s), which is the same as in LTE TDD. 
3 Summary

In this paper we have analysed the introduction of two different values of NTA_offsets for TDD in FR1 in accordance with the agreements in RAN4 LS [1]. 
A draft CR to capture these values in TS 38.133 is provided in [2].
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