3GPP TSG-RAN WG4 #86bis
R4- 1805056
Melbourne, AU, 16th – 20th April, 2018
Source:
China Telecom
Title:
TP for TR 36.715-03-01: CA_1C-5A
Agenda item:


6.3
Document for:
Approval
1. Introduction:
CA_3DL_1C-5A_1UL_BCS0 was approved in RAN#76 and included in the 3DL basket WI. This paper presents the text proposal to the 3DL technical report 36.715-03-01.
2. Text proposal:
----- Unchanged sections omitted -----
5.XX
CA_1C-5A_BCS0 
5.XX.1
Channel bandwidths per operating band for CA
Table 5.XX.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1C-5A
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	


Table 5.XX.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	CA operating / Channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1C-5A
	1
	See the CA_1C Bandwidth Combination Set 1 in Table 5.6A.1-1 of TS 36.101
	50
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in table 5.6.1-1 of TS 36.101 when operating in single carrier mode.
5.XX.2
UE Co-existence studies
For single UL the 2nd and 3rd harmonic analysis for B1 and B5 is already done in the 2DL/1UL TR 36.852-12. As shown in the table 5.XX.2-1, none of the products falls into the B1 or B5 UE receiving bands. For UE coexistence the single UL is already considered for these bands in TS 36.101.
Table 5.XX.2-1: UE harmonic table for 3DLs/1UL
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	1
	1920
	1980
	2110
	2170
	3840
	3960
	5760
	5940

	5
	824
	849
	869
	894
	1648
	1698
	2472
	2547


5.XX.3
∆TIB,c and ∆RIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 5.XX.3-1 and 5.XX.3-2 respectively. 

Table 5.XX.3-1: ΔTIB,c for 3DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1C-5A
	1
	0.3

	
	5
	0.3


Table 5.XX.3-2: ΔRIB,c for 3DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1C-5A
	1
	0

	
	5
	0


5.XX.4
REFSENS requirements

There is no MSD issue for CA_1C-5A from UE side.
----- Unchanged sections omitted -----
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