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1. Overall Description:

RAN4 would like to thank RAN2 for the questions in LS R2-1804199 regarding the SFTD measurement.
In R2-1804199, RAN2 asks RAN4 to determine the feasibility of SFTD measurement for the below cases:

· In case an NR PSCell is configured, determining SFTD for NR neighbour cells at a monitored carrier frequency (with an NR PSCell, or an NR SCG serving cell)

· In case an NR PSCell is configured, determining SFTD for NR neighbour cells at a non-monitored carrier frequency

· SFTD measurements for NE-DC and NR-NR DC

So far, RAN4 has defined SFTD measurement requirements for 1) PSCell, and 2) NR neighbor cells before PSCell is added. RAN4 discussed the new cases mentioned in R2-1804199 in RAN4#86bis, and concluded that 

1) The motivation and use cases for the first two cases, i.e. SFTD for NR neighbour cells after PSCell is added, are not clear. Therefore, RAN4 kindly asks RAN2 to clarify the motivation and use cases for NR neighbour cells after PSCell is added.
2) RAN4 considers SFTD measurement for NE-DC feasible, and will define SFTD measurement requirements for NE-DC.
3) SFTD measurement for NR-NR DC should not be discussed before RAN makes decision on NR-NR DC in RAN#80.
2. Actions:
To TSG RAN WG2 
RAN4 kindly asks RAN2 to clarify the motivation and use cases for NR neighbour cells after PSCell is added
RAN4 kindly asks RAN2 to take RAN4 answers as above into account in their work.
3. Date of Next TSG-RAN WG4 Meeting:
3GPPRAN4#87                       12 May – 25 May 2018     Busan, South Korea
3GPPRAN4-AH-1807             2 July – 6 July 2018     Montreal, Canada
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