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1 Introduction
During the study of the report [1], it was highlighted that there is a regulation framework to protect EESS service in adjacent band of B50 & B51.

In this contribution, it is proposed to provide a solution to comply regulation framework. For this, it is proposed to apply the same additional requirement that B50 & B51 to n50 and n51.
2 Regulation framework

In the technical report [1], there is a paragraph about “Earth exploration-satellite service (EESS) (passive) compatibility”. This paragraph highlights the unwanted emission power for the base stations to protect EESS in the 1400-1427MHz band. The unwanted emission is defined in the table below:
Table 2.1-1: Limits of unwanted emission power in the 1400-1427MHz band from mobile service (Base station) in the 1427-1452MHz
	EESS (passive) band
	Active service band
	 Active service
	Limits of unwanted emission power from active service stations in a specified bandwidth within the EESS (passive) band (1)

	1 400-1 427 MHz
	1 427-1 452 MHz
	Mobile
	−72 dBW in the 27 MHz of the EESS (passive) band for IMT base stations


	Note 1:
The unwanted emission power level is to be understood here as the level measured at the antenna port.




Thus, it is proposed to apply this additional requirement to protect EESS service to n50 and n51, as describe in the paragraph just below.

3 Discussion

This contribution proposes technical conditions to comply to EESS protection level of the band 50 and band 51, in the case of Tx BS . It is proposed to apply the same technical parameters to BS NR band n50. Below, the technical condition which are in [8]: 
“
In certain regions, the following requirement may apply to E-UTRA BS operating in Band 50 and Band 75 within 1432-1452 MHz, and in Band 51 and Band 76. Emissions shall not exceed the maximum levels specified in Table 6.6.3.3-9B.

Table 6.6.3.3-9B: Additional operating band unwanted emission limits for BS operating in Band 50 and 75 within 1432-1452 MHz, and in Band 51 and 76

	Filter centre frequency, Ffilter
	Maximum Level [dBm]
	Measurement Bandwidth

	Ffilter = 1413.5 MHz
	-42
	27 MHz


“
4 Conclusion
Proposal 1: Apply to Tx BS NR bands n50 & n51, the EESS protection levels as defined below:

In certain regions, the following requirement may apply to NR BS operating in Band n50 within 1432-1452 MHz, and in Band n51. Emissions shall not exceed the maximum levels specified in Table X.X.

Table X.X: Additional operating band unwanted emission limits for NR BS operating in Band n50 within 1432-1452 MHz, and in Band n51 

	Filter centre frequency, Filter
	Maximum Level [dBm]
	Measurement Bandwidth

	Ffilter = 1413.5 MHz
	-42
	27 MHz


References
[1] TR 36.753 “3rd Generation Partnership Project; Technical Specification Group Radio Access Network; TDD operating band in the L-band for LTE (Release 15)”
[2] Draft ECC Decision (13)03 “The harmonised use of the frequency band 1452-1492 MHz for Mobile/Fixed Communications Networks Supplemental Downlink (MFCN SDL)
“

[3] ECC Decision (17)06 “The harmonised use of the frequency bands 1427-1452 MHz and 1492-1518 MHz for Mobile/Fixed Communications Networks Supplemental Downlink (MFCN SDL)” Approved 17 November 2017
[4] RP-172115, Revision of WI: New Radio Access Technology, NTT DOCOMO, INC.

[5]  R4-1802403, Implementation of endorsed CR to 38.101-1_v5, Qualcomm
[6]  R4-1803227, CR to 37.104: Introduction of new additional unwanted emission limit for L-Band, 37.104 CR-0807 Cat: B (Rel-15) v15.1.0, Ericsson

[7] R4-1803225,
CR to 36.104: Introduction of new additional unwanted emission limit for L-Band, 36.104 CR-4759  Cat: B (Rel-15) v15.1.0, Ericsson
[8] 3GPP TS 36.104 v15.1.0 (2017-12), 3rd Generation Partnership Project; Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception (Release 15)
� Comparable technical specifications to those given in this ECC Decision are given in EC Decision (EU) 2015/750. EU Member States and, if so approved by the EEA Joint Committee, Iceland, Liechtenstein and Norway are obliged to implement the EC Decision.





3GPP


