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<< Start of Change 1 >>
8.16.2.3
E-UTRAN OTDOA Intra-Frequency RSTD Measurements for Cat-M2 UE in CEModeA

All intra-frequency RSTD measurement requirements specified in Sections 8.16.2.3 shall apply without DRX as well as for any DRX and eDRX_CONN cycles specified in TS 36.331 [2]. 

All the measurement requirements specified in Sections 8.16.2.3 shall apply provided that the UE is configured:

·  with the single PRS configuration for the reference cell and all the neighbour cells and

·  with the measurement gap pattern ID #0 specified in Clause 8.1.2.1 if the PRS bandwidth is less than the bandwidth of the cell used for the RSTD measurement in which case gaps are required.

<< End of Change 1 >>
<< Start of Change 2 >>
8.16.3.1
E-UTRAN OTDOA Intra-Frequency RSTD Measurements for Cat-M2 UE in CEModeB

All intra-frequency RSTD measurement requirements specified in Sections 8.16.3.1 shall apply without DRX as well as for any DRX and eDRX_CONN cycles specified in TS 36.331 [2].

All positioning subframes indicated in the OTDOA assistance data and specified in sub-clause 9.1.25.5 are available for RSTD measurements in the measured and reference cell.
All the measurement requirements specified in Sections 8.16.3.1 shall apply provided that the UE is configured:

·  with the single PRS configuration for the reference cell and all the neighbour cells and

·  with the measurement gap pattern ID #0 specified in Clause 8.1.2.1 if the PRS bandwidth is less than the bandwidth of the cell used for the RSTD measurement in which case gaps are required.

<< End of Change 2 >>
