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1. Introduction

In the RAN#78 meeting, it was approved to include 5DL/2UL CA_1A-3A-7C-28A into the WID for LTE Advanced inter-band CA Rel-15 for xDL/2UL with x=3,4,5 [1]. This contribution is a text proposal for TR 36.715-00-02 to add CA_1A-3A-7C-28A.
2. Text Proposal to TR 36.715-00-02 
----- Unchanged sections omitted -----
7.x


LTE Advanced Carrier Aggregation: Band 1 and Band 3 and Band 7 and Band 7 and Band 28 with 2ULs

8.x.1
List of specific combination issues
8.x.1.1
Channel bandwidths per operating band for CA

Table 8.x.1.1-1: CA configurations under study

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-7C-28A
	CA_1A-3A

CA_1A-7A

CA_3A-7A

CA_7C

CA_7A-28A

CA_1A-28A

CA_3A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1 of TS 36.101
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	


Table 8.x.1.1-2: E-UTRA CA_7C configurations and bandwidth combination sets for intra-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_7C
	10
	20
	40
	1

	
	15
	15, 20
	
	

	
	20
	10, 15, 20
	
	

	CA_7C
	15
	10, 15
	40
	2

	
	20
	15, 20
	
	


8.x.1.2
Co-existence studies for LTE-A UL CA_1A-7A and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.2-1
Table 8.x.1.2-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	2500
	2570

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	5000
	5140

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	7500
	7710

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	520
	650
	4420
	4550

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1270
	1460
	3020
	3220

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6340
	6530
	6920
	7120

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	3190
	3440
	5520
	5790

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	8260
	8510
	9420
	9690

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	1300
	1040
	8840
	9100

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8360
	8020
	5420
	5110

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11920
	12260
	10180
	10490

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	3870
	3540
	940
	620

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11340
	11670
	10760
	11080


For CA_1A-7A we analyse the impact of the receiving band with the harmonics and IMD products from the dual uplink transmission. 

Based on the results from Table 8.x.1.2-1, there are no issues with Rx frequency Band 3, the 5th order IMD products by Band 1 and Band 7 fall into the own Rx frequency of Band 28. This case is already covered in 3DL/2UL CA_1A-7A-28A.

8.x.1.3
Co-existence studies for LTE-A UL CA_7C and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.3-1

Table 8.x.1.3-1: Harmonic analysis

	UE UL carriers
	fx_low
	fx_high

	UL frequency (MHz)
	2500
	2570

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	5000
	5140

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710


From the harmonics analysis table, there was no harmonics from Band 7 uplinks which would desensitize the 3rd own Rx frequency of Band 1, Band 3 or Band 28. 
8.x.1.4
Co-existence studies for LTE-A UL CA_1A-28A and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.4-1
Table 8.x.1.4-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	703
	748

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	1406
	1496

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	2109
	2244

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1277
	1172
	2623
	2728

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3092
	3257
	574
	424

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4543
	4708
	3326
	3476

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	5012
	5237
	129
	324

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	6463
	6688
	4029
	4224

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	2344
	2554
	5246
	5456

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	1072
	832
	7217
	6932

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	4732
	4972
	8383
	8668

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	1596
	1851
	4534
	4264

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	5949
	6204
	7166
	7436


For CA_1A-28A we analyse the impact of the receiving band with the harmonics and IMD products from the dual uplink transmission. Based on the results from Table 8.x.1.4-1;

· The two-tone 5th order IMD products by Band 1 and Band 28 fall into the own Rx frequency of Band 3. This case is already covered in 3DL/2UL CA_1A-3A-28A in TS 36.101 Table 7.3.1A-0g. 
· The 2nd order IMD products by Band 1 and Band 28 fall into the own Rx frequency of Band 7. This case is already covered in 3DL/2UL CA_1A-7A-28A.

8.x.1.5
Co-existence studies for LTE-A UL CA_7A-28A and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.5-1

Table 8.x.1.5-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2500
	2570
	703
	748

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	5000
	5140
	1406
	1496

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710
	2109
	2244

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1867
	1752
	3203
	3318

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	4252
	4437
	1164
	1004

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5703
	5888
	3906
	4066

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	6752
	7007
	461
	256

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	8203
	8458
	4609
	4814

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	3504
	3734
	6406
	6636

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	492
	242
	9577
	9252

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	5312
	5562
	10703
	11028

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	2756
	3031
	6304
	6004

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	7109
	7384
	8906
	9206


For CA_7A-28A we analyse the impact of the receiving band with the harmonics and IMD products from the dual uplink transmission. Based on the results from Table 8.x.1.5-1;

· The two tone 2nd order IMD products by Band 7 and Band 28 fall into the own Rx frequency of Band 3. This case is already covered in 3DL/2UL CA_3A-7A-28A in TS 36.101 Table 7.3.1A-0g. 
· The 3rd order harmonic product by Band 28 fall into the own Rx frequency of Band 1. This case is already covered in 2DL_CA_1A-28A.

8.x.1.6
Co-existence studies for LTE-A UL CA_1A-3A and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.6-1

Table 8.x.1.6-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	1710
	1785

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	3420
	3570

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	5130
	5355

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	270
	135
	3630
	3765

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2055
	2250
	1440
	1650

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5550
	5745
	5340
	5550

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	3975
	4230
	3150
	3435

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	7470
	7725
	7050
	7335

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	270
	540
	7260
	7530

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	5220
	4860
	6210
	5895

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	8760
	9120
	9390
	9705

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	1515
	1170
	2520
	2190

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8970
	9315
	9180
	9510


For CA_1A-3A we analyse the impact of the receiving band with the harmonics and IMD products from the dual uplink transmission. Based on the results from Table 8.x.1.6-1;

· No issues with downlink Band 28 or Band 7.

· Close proximity issues already captured in TS 36.101 in Table 7.3.1A-0bA
8.x.1.7
Co-existence studies for LTE-A UL CA_3A-7A and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.7-1

Table 8.x.1.7-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	2500
	2570

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	5000
	5140

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	7500
	7710

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	715
	860
	4210
	4355

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	850
	1070
	3215
	3430

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5920
	6140
	6710
	6925

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	2560
	2855
	5715
	6000

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	7630
	7925
	9210
	9495

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	1720
	1430
	8420
	8710

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8570
	8215
	4640
	4270

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11710
	12065
	9340
	9710

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	4290
	3930
	355
	10

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	10920
	11280
	10130
	10495


For CA_3A-7A we analyse the impact of the receiving band with the harmonics and IMD products from the dual uplink transmission. Based on the results from Table 8.x.1.7-1;

· The 2nd order IMD products by Band 3 and Band 7 fall into the own Rx frequency of Band 28. This case is already covered in 3DL/2UL CA_3A-7A-28A in TS 36.101 Table 7.3.1A-0g. 
· No IMD products by Band 3 and Band 7 fall into the own Rx frequency of Band 1.

8.x.1.8
Co-existence studies for LTE-A UL CA_3A-28A and DL CA_1A-3A-7C-28A
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 8.x.1.8-1

Table 8.x.1.8-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	703
	748

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	1406
	1496

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	2109
	2244

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1082
	962
	2413
	2533

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2672
	2867
	379
	214

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4123
	4318
	3116
	3281

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	4382
	4652
	324
	534

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5833
	6103
	3819
	4029

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	1924
	2164
	4826
	5066

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	1282
	1027
	6437
	6092

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	4522
	4777
	7543
	7888

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	1176
	1461
	3949
	3634

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	5529
	5814
	6536
	6851


For CA_3A-28A we analyse the impact of the receiving band with the harmonics and IMD products from the dual uplink transmission. Based on the results from Table 8.x.1.8-1;

· There is self-interference on the 3rd IMD on Band 7, there has been provided in a contribution [3].
· There is self-interference on the 4th IMD on Band 1, it was already covered in 3DL_CA_1A-3A-28A with 2UL_CA_3A-28A.

· The 3rd order harmonic product by Band 28 fall into the own Rx frequency of Band 1. This case is already covered in 2DL_CA_1A-28A.
8.x.1.9

MSD

When uplink 2CA configurations CA_1A-7A is paired with downlink 5CA_1A-3A-7C-28A there are self-interference issues from concurrently supporting uplink 2CA which could interfere with downlink Band 28. This case is already covered in 3DL/2UL CA_1A-7A-28A, therefore the related MSD study will be covered in 3DL/2UL CA_1A-7A-28A.

When uplink 2CA configurations CA_7C is paired with downlink 5CA_1A-3A-7C-28A there are no self-interference issues from concurrently supporting uplink 2CA. Therefore no further MSD study required.

When uplink 2CA configurations CA_1A-28A is paired with downlink 5CA_1A-3A-7C-28A there are self-interference issues from concurrently supporting uplink 2CA.

· The two-tone 5th order IMD products by Band 1 and Band 28 could interfere with Rx frequency of Band 3. This case is already covered in 3DL/2UL CA_1A-3A-28A in TS 36.101 Table 7.3.1A-0g. Therefore no further MSD study required.

· The 2nd order IMD products by Band 1 and Band 28 fall into the own Rx frequency of Band 7. This case is already covered in 3DL/2UL CA_1A-7A-28A, therefore no further MSD study required.

When uplink 2CA configurations CA_7A-28A is paired with downlink 5CA_1A-3A-7C-28A there are self-interference issues from concurrently supporting uplink 2CA.

· The two tone 2nd order IMD products by Band 7 and Band 28 fall into the own Rx frequency of Band 3. This case is already covered in 3DL/2UL CA_3A-7A-28A in TS 36.101 Table 7.3.1A-0g. 

· The 3rd order harmonic product by Band 28 fall into the own Rx frequency of Band 1. This case is already covered in 2DL_CA_1A-28A, therefore no further MSD study required.

When uplink 2CA configurations CA_1A-3A is paired with downlink 5CA_1A-3A-7C-28A there are no self-interference issues from concurrently supporting uplink 2CA. Therefore no further MSD study required.

When uplink 2CA configurations CA_3A-7A is paired with downlink 5CA_1A-3A-7C-28A there are self-interference issues from concurrently supporting uplink 2CA.

· The 2nd order IMD products by Band 3 and Band 7 fall into the own Rx frequency of Band 28. This case is already covered in 3DL/2UL CA_3A-7A-28A in TS 36.101 Table 7.3.1A-0g., no further MSD study required.

· No IMD products by Band 3 and Band 7 fall into the own Rx frequency of Band 1, therefore no MSD study required.

When uplink 2CA configurations CA_3A-28A is paired with downlink 5CA_1A-3A-7C-28A there are self-interference issues from concurrently supporting uplink 2CA. 
· There is self-interference on the 3rd IMD on Band 7, this has been provided in a contribution [3]. 
· There is self-interference on the 4th IMD on Band 1, it was already covered in 3DL_CA_1A-3A-28A with 2UL_CA_3A-28A, therefore, no further MSD study required.

· The 3rd order harmonic product by Band 28 fall into the own Rx frequency of Band 1. This case is already covered in 2DL_CA_1A-28A, therefore, no further MSD study required
8.x.1.10

∆TIB and ∆RIB values

Same values for ∆TIB and ∆RIB of 5DL/1UL CA_1A-3A-7C-28A are applied.
----- Unchanged sections omitted -----
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