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--------------Start of text proposal-------------

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications"

...
[25]
3GPP TS 37.105: "Active Antenna System (AAS) Base Station (BS) transmission and reception"

[26]
Recommendation ITU-R SM.1539-1: "Variation of the boundary between the out-of-band and spurious domains required for the application of Recommendations ITU-R SM.1541 and ITU-R SM.329"

[27]
3GPP TS 38.101-4: "
NR; User Equipment (UE) radio transmission and reception; Part 4: Performance requirements"

--------------Next Change-------------
5.2
Assessment of throughput in Downlink

A communication link shall be established between the transmitter (via port for the BS type 1-C and BS type 1-H, or via RIB for the BS type 1-O and BS type 2-O) and the test equipment. Test equipment shall meet the requirements for the throughput assessment defined in TS 38.101-4 [27] for the bearer used in the immunity tests. The level of the signal supplied to the equipment should be within the range for which the assessment of throughput is not impaired. Power control shall be off during the immunity testing. 

-------------End of text proposal-------------

Just a commnet: In Test Configuration (Section 9.1), we have this text “During test, the RF output power may be reduced to a power level sufficient for establishing and maintaining the required communication link”





