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1. Overall Description:

RAN2 would like to inform RAN4 that RAN2 is discussing coordination between LTE Master Node and NR Secondary Node for measurement gap configuration in EN-DC, and has identified the need to exchange CSI-RS measurement timing configuration per frequency per UE to determine gap configuration for measuring CSI-RS. For this, RAN2 has been considering whether SMTC IE parameters can be used to indicate CSI-RS measurement timing configuration.

SMTC configuration IE contains following parameters along with their possible ranges:
1) Periodicity : {5ms, 10ms, 20ms, 40ms, 80ms, 160ms}
2) Offset :  {0ms - 159ms}
3) Duration: {1ms, 2ms, 3ms, 4ms, 5ms}

Based on above, RAN2 would like to ask following questions to RAN4:
Q-1: Whether CSI-RS measurement occasions can occur outside the SMTC window for RRM measurements of the same cell.

Q-2: Whether parameters defined in SMTC IE (i.e. periodicity, offset and duration) can be used to indicate CSI-RS measurement timing configuration between LTE master node and NR secondary node.

2. Actions:

To RAN4 group.

ACTION: 
RAN2 would like to kindly ask RAN4 to take the above considerations into account and indicate their preference on the questions asked.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #102
21 May - 25 May 2018 
Busan, Korea
3GPP


