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<start of change>
[bookmark: _Toc510693659]6.2	Transmitter power
[bookmark: _Toc510693660]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The values listed on the table below are for handheld UE, defined as minimum peak EIRP.
Table 6.2.1-1: NR FR2 UE Power Class
	NR band
	Handheld Power Class Min Peak EIRP (dBm)

	n257
	[21.2-25.2]22.5

	n258
	[21.2.25.2]22.5

	n260
	[19.4-23.7]20.5

	n261
	[21.2-25.2]22.5

	NOTE 1:	minimum Minimum peak EIRP is defined as the lower limit without tolerance



The maximum output power values for TRP and EIRP are found on the tablein Table 6.2.1-2 below. The maximum allowed EIRP is derived from regulatory requirements [8].
Table 6.2.1-2: NR UE Maximum Output Power Limits
	NR band
	TRP Handheld (dBm)
	EIRP (dBm)
Handheld

	n257
	TBD
	43

	n258
	TBD
	43

	n260
	TBD
	43

	n261
	23
	43



The minimum EIRP at the 50th percentile of the distribution of radiated power measured over the indicated region around the UE (such as sphere, hemisphere, etc.) is defined as the spherical coverage requirement and is found in Table 6.2.1-3 below.
Table 6.2.1-3: NR FR2 UE Spherical Coverage
	NR band
	Handheld Power Class Min EIRP at 50%-tile CDF (dBm)

	n257
	8.0

	n258
	8.0

	n260
	2.5

	n261
	8.0

	NOTE 1:	Minimum EIRP at 50%-tile CDF is defined as the lower limit without tolerance
NOTE 2:	For handheld UEs the applicable region is the full sphere



[bookmark: _Toc510693661]6.2.2	UE maximum output power for modulation / channel bandwidth
Detailed content of the subclause is TBD.
[bookmark: _Toc510693662]6.2.3	UE maximum output power with additional requirements
Detailed content of the subclause is TBD.
[bookmark: _Toc510693663]6.2.4	Configured transmitted power
Detailed content of the subclause is TBD.

<end of change>

