Page 1



3GPP TSG-RAN Meeting #87 
R4-1806420
Busan, Korea (Republic of), 21 – 25 May 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.101-2
	CR
	CRNum
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Draft CR to TS38.101-2: min peak EIRP for FR2 handheld UE

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT
	
	Date:
	2018-05-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Corrections in ths draft CR follows the agreement on minimum peak EIRP for FR2 handheld UE.

	
	

	Summary of change:
	Remove the ranges in square brackets, and add the agrred values for each band accordingly

	
	

	Consequences if not approved:
	Specification, currently marked as a range in square brackets, not updated acording to the agreement in WG4

	
	

	Clauses affected:
	6.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR ... CR ... 38.521-2

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Start of change >>

6.2.1
UE maximum output power

The following UE Power Classes define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The values listed on the table below are for handheld UE, defined as minimum peak EIRP.

Table 6.2.1-1: NR FR2 UE Power Class

	NR band
	Handheld Power Class Min Peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n260
	20.6

	n261
	22.4

	NOTE 1:
minimum peak EIRP is defined as the lower limit without tolerance


The maximum output power values for TRP and EIRP are found on the table below. The max allowed EIRP is derived from regulatory requirements [8].
Table 6.2.1-2: NR UE Maximum Output Power Limits

	NR band
	TRP Handheld (dBm)
	EIRP (dBm)

Handheld

	n257
	TBD
	43

	n258
	TBD
	43

	n260
	TBD
	43

	n261
	23
	43
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