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1. Overall Description:
RAN4 would like to thank RAN2 for the questions in LS R2-1804102 regarding the UL timing difference in EN-DC. 
RAN4 discussed the UE behavior related to UL timing difference, and RAN4 suggests to further clarify the UE power control for EN-DC which are defined in section 7.6.1 of 38.213 as follows. The value of X will FFS in RAN4.
	-	If the UE is configured with reference TDD configuration for EUTRA (by higher layer parameter subframe-Assignment-r15 in [13, TS 36.213])
-	If the UE does not indicate a capability for dynamic power sharing between EUTRA and NR, the UE is not expected to transmit in a slot on the SCG when a corresponding subframe on the MCG is an UL subframe in the reference TDD configuration and the overlapping portion is larger than [X]us.


RAN4 also finds it beneficial to support UE indication to inform network the event that the UL timing difference during EN-DC operation exceeds the threshold value [X]. RAN4 would like to further note that RAN4 understands that the event is not a failure in EN-DC, and the indication should not be considered a failure indication.  

2. Actions:
To TSG RAN WG2 
[bookmark: _GoBack]RAN4 kindly asks RAN2 and RAN1 to take above information into account in their work.
3. Date of Next TSG-RAN WG4 Meeting:
3GPPRAN4-AH-1807             2 July – 6 July 2018     Montreal, Canada
3GPPRAN4#88                       20 August– 24 August 2018     Gothenburg, Sweden
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