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<< Start of Change #1 >>
B.6.1
Conditions for GNSS Reliability Requirements

This clause defines the GNSS reliability applicable for a corresponding GNSS.

The conditions for GNSS reliability requirements are defined in Table B.6.1-1 when there is no GNSS assistance data available at the UE.

Table B.6.1-1: GNSS Referenece Signal Power Requirements

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	6Note3

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1:
"GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.

NOTE 2:
The DUT UE does not need to support all systems. The DUT UE shall support at least one system and will be test for the supported systems.
NOTE 3:
The number of generated satellites per system is defined as 6 only for the case that all the satellites are from single constellation. When the generated satellites are from dual constellation, the total number of generated satellites are defined as 6 and the number of generated satellites per system are defined as 3. When the generated satellites are from triple constellation, the total number of generated satellites are defined as 6 and the number of generated satellites per system are defined as 2.


<< End of Change #1 >>
