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<< Start of Change 1>>
8.2.1.2.7
Interruptions at BWP switch
The requirements in this section apply for a UE configured with more than one BWP.
When BWP switch occurs on certain serving cell, an interruption on intra-band LTE PCell, activated LTE SCells, PSCell and activatied SCells of up to X slot is allowed immediately after the end of last OFDM symbol of the PDCCH carrying the active BWP switch DCI or a BWP timer expires. 

X defined in Table 8.2.1.2.7-1 shall apply if:

· the BWP switch involves changing the center frequency of the BWP without changing its BW, or

· the BWP switch involves changing the BW of the BWP without changing its center frequency, or

· the BWP switch involves changing both the BW and the center frequency of the BWP.

Table 8.2.1.2.7-1: interruption length X due to BWP switch with center frequency or BW changing
	
[image: image1.wmf]m


	NR Slot length (ms)
	X (slots)

	
	
	Type 1Note 1
	Type 2Note 1

	0
	1
	[1]
	[2]

	1
	0.5
	[2]
	[4]

	2
	0.25
	[3]
	[8]

	3
	0.125
	[5]
	[16]

	Note 1: depends on UE capability.


X defined in Table 8.2.1.2.7-2 shall apply if:

· the BWP switch involves changing only the SCS, where the center frequency and BW of the BWP remain unchanged.

· Table 8.2.1.2.7-2: interruption length X due to BWP switch without center frequency or BW changing
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	NR Slot length (ms)
	X (slots)

	
	
	Type 1Note 1
	Type 2Note 1

	0
	1
	[1]
	[1]

	1
	0.5
	[1]
	[2]

	2
	0.25
	[2]
	[4]

	3
	0.125
	[4]
	[8]

	Note 1: depends on UE capability.


<< End of Change 1>>
<< Start of Change 2>>
8.2.2.2.5
Interruptions at BWP switch
The requirements in this section apply for a UE configured with more than one BWP.
When BWP switch occurs on certain serving cell, an interruption on intra-band PCell and activatied SCells of up to X slot is allowed immediately after the end of last OFDM symbol of the PDCCH carrying the active BWP switch DCI or a BWP timer expires. 

X defined in Table 8.2.2.2.5-1 shall apply if:

· the BWP switch involves changing the center frequency of the BWP without changing its BW, or

· the BWP switch involves changing the BW of the BWP without changing its center frequency, or

· the BWP switch involves changing both the BW and the center frequency of the BWP.

Table 8.2.2.2.5-1: interruption length X due to BWP switch with center frequency or BW changing
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	NR Slot length (ms)
	X (slots)

	
	
	Type 1Note 1
	Type 2Note 1

	0
	1
	[1]
	[2]

	1
	0.5
	[2]
	[4]

	2
	0.25
	[3]
	[8]

	3
	0.125
	[5]
	[16]

	Note 1: depends on UE capability.


X defined in Table 8.2.2.2.5-2 shall apply if:

· the BWP switch involves changing only the SCS, where the center frequency and BW of the BWP remain unchanged.

· Table 8.2.2.2.5-2: interruption length X due to BWP switch without center frequency or BW changing
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	NR Slot length (ms)
	X (slots)

	
	
	Type 1Note 1
	Type 2Note 1

	0
	1
	[1]
	[1]

	1
	0.5
	[1]
	[2]

	2
	0.25
	[2]
	[4]

	3
	0.125
	[4]
	[8]

	Note 1: depends on UE capability.


<< End of Change 2>>
