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1. Introduction
During 3GPP RAN4 #86-bis, draft CRs to TR37.843 have been agreed. Some of them did implement changes to section 10 based on the agreed new skeleton for TR 37.843 clause 10 conformance testing aspect. This contribution proposes some changes to section 10.


2. Discussion
After reviewing section 10 of TR 37.843 [1], some changes are proposed.


3. Proposal
<< Unchanged sections omitted >>


<< Start of proposal >>
Table 10.3.1.1.2.4 -1: Indoor Anechoic Chamber uncertainty contributions
for AAS BS EIRP measurement
	UID
	Description of uncertainty contribution
	Details in annex

	Stage 2: DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	B1-1E.5

	2
	Pointing misalignment between the AAS BS and the receiving antenna.
	B1-2E.5

	3
	Quality of quiet zone
	B1-3E.5

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	B1-4E.5

	5
	Mutual coupling between the AAS BS and the receiving antenna
	B1-5E.5

	6
	Phase curvature
	B1-6E.5

	8
	Impedance mismatch in the receiving chain
	B1-8E.5

	9
	Random uncertainty
	B1-9E.5

	23
	Uncertainty of conducted measurement (conducted MU / 1.96)
	B1-23E.5

	Stage 1: Calibration measurement

	10
	Impedance mismatch between the receiving antenna and the network analyzer 
	B1-10E.5

	11
	Positioning and pointing misalignment between the reference antenna and the receiving antenna
	B1-11E.5

	12
	Impedance mismatch between the reference antenna and the network analyzer
	B1-12E.5

	13
	Quality of quiet zone
	B1-3E.5

	14
	Polarization mismatch for reference antenna
	B1-4E.5

	15
	Mutual coupling between the reference antenna and the receiving antenna
	B1-5E.5

	16
	Phase curvature 
	B1-6E.5

	17
	Uncertainty of the Network Analyzer
	EE.5

	18
	Influence of the reference antenna feed cable
a)	Flexing cables, adapters, attenuators, and connector repeatability
	B1-14E.5

	19
	Reference antenna feed cable loss measurement uncertainty
	B1-15E.5

	20
	Influence of the receiving antenna feed cable
a)	Flexing cables, adapters, attenuators, and connector repeatability
	B1-16E.5

	21
	Uncertainty of the absolute gain of the reference antenna
	EE.5

	22
	Uncertainty of the absolute gain of the receiving antenna
	B1-18E.5


	
<< end of proposal >>

<< Start of proposal >>
Table 10.2.2.3.4.1 -1: CATR uncertainty budget format for EIRP measurement
	UID
	Description of uncertainty contribution
	Details in annex

	Stage 2: DUT measurement

	1
	Misalignment DUT & pointing error
	B2-1E.5

	2
	RF power measurement equipment
	EE.5

	3
	Standing wave between DUT and test range antenna
	B2-3E.5

	4
	RF leakage (SGH connector terminated & test range antenna connector cable terminated)
	B2-4E.5

	5
	QZ ripple DUT
	B2-5E.5

	19
	Miscellaneous uncertainty
	B2-2E.5

	23
	Uncertainty of conducted measurement (conducted MU / 1.96)
	B2-23E.5

	Stage 1: Calibration measurement

	6
	Uncertainty of network analyser
	EE.5

	7
	Mismatch of receiver chain
	B2-7E.5

	8
	Insertion loss variation of receiver chain
	B2-8E.5

	9
	RF leakage, (SGH connector terminated & test range antenna connector cable terminated)
	B2-4E.5

	10
	Influence of the calibration antenna feed cable:
a)	Flexing cables, adapters, attenuators, connector repeatability
	B2-9E.5

	11
	Uncertainty of the absolute gain of the calibration antenna
	EE.5

	12
	Misalignment positioning system
	B2-11E.5

	13
	Misalignment of calibration antenna and test range antenna
	B2-1E.5

	14
	Rotary Joints
	B2-12E.5

	15
	Standing wave between reference calibration antenna and test range antenna
	B2-3E.5

	16
	Quality of quiet zone
	B2-5E.5

	20
	Switching uncertainty
	B2-15E.5



<< end of proposal >>
<< Start of proposal >>
10.2.4.4.3 	Procedure
Stage 2 - Measurement:

The testing procedure consists of the following steps:

1. Align the AAS BS with (Theta,Phi) angles corresponding to the declared beam direction to be measured
2. Configure TX branch and carrier at a time according to the manufacturer's declared rated output power
3. Set the AAS BS to transmit the test signal according to E-TM3.1 at 5 MHz bandwidth configuration.
4. Measure Frequency Error of each carrier arriving at the measurement equipment (such as a spectrum analyzer or equivalent instrument).
5. Repeat steps 3-4 for all conformance test beam direction pairs as described in 3GPP TS 37.145-2 [24], subclause 6.2.
6. Repeat steps 3-5 for E-TM3.2, E-TM3.3 and E-TM2.
The EVM of each E-UTRA carrier for different modulation schemes on PDSCH to be less than the limits defined in 3GPP TS 37.105 [3], subclause 9.6.
For conformance tests, Frequency Error shall be measured at maximum power setting.

<< end of proposal >>


<< Start of proposal >>
Table 10.2.2.34.4.1-1: Near field test range uncertainty contributors in AAS EIRP measurement
	UID
	Description of uncertainty contribution
	Details in annex

	
	Stage 2:, EIRP near field radiation pattern measurement and EIRP near field DUT power measurement

	1
	Axes Intersection
	B4-1E.5

	2
	Axes Orthogonality
	B4-2E.5

	3
	Horizontal Pointing
	B4-3E.5

	4
	Probe Vertical Position
	B4-4E.5

	5
	Probe H/V pointing
	B4-5E.5

	6
	Measurement Distance
	B4-6E.5

	7
	Amplitude and Phase Drift
	B4-7E.5

	8
	Amplitude and Phase Noise
	B4-8E.5

	9
	Leakage and Crosstalk
	B4-9E.5

	10
	Amplitude Non-Linearity
	B4-10E.5

	11
	Amplitude and Phase Shift in rotary joints
	B4-11E.5

	12
	Channel Balance Amplitude and Phase
	B4-12E.5

	13
	Probe Polarization Amplitude and Phase
	B4-13E.5

	14
	Probe Pattern Knowledge
	B4-14E.5

	15
	Multiple Reflections
	B4-15E.5

	16
	Room Scattering
	B4-16E.5

	17
	DUT support Scattering
	B4-17E.5

	18
	Scan Area Truncation
	B4-18E.5

	19
	Sampling Point Offset
	B4-19E.5

	20
	Spherical Mode Truncation
	B4-20E.5

	21
	Positioning
	B4-21E.5

	22
	Probe Array Uniformity
	B4-22E.5

	23
	Mismatch of receiver chain (i.e. between receiving antenna and measurement receiver)
	B4-23E.5

	24
	Insertion loss of receiver chain
	B4-24E.5

	25
	Uncertainty of the absolute gain of the probe antenna
	B4-25E.5

	26
	Measurement Receiver
	EE.5

	27
	Measurement repeatability - Positioning Repeatability
	B4-27E.5

	
	Stage 1: Calibration measurement

	28
	Uncertainty of network analyser
	EE.5

	29
	Mismatch of receiver chain
	B4-29E.5

	30
	Insertion loss of receiver chain
	B4-30E.5

	31
	Mismatch in the connection of the calibration antenna
	B4-31E.5

	32
	Influence of the calibration antenna feed cable
	B4-32E.5

	33
	Influence of the probe antenna cable
	B4-33E.5

	34
	Uncertainty of the absolute gain of the calibration antenna
	EE.5

	35
	Short term repeatability
	B4-35E.5



Note: Refer to TR37.842 Annex B for description of each uncertainty term

<< end of proposal >>

<< Start of proposal >>
[bookmark: _Toc511907516]10.2.2.x	Summary
{editors note: Last section at this level summarises MU estimates for all chambers and concludes final agreed MU}
The different OTA test chamber MU are summarised below:
Table 10.2.2.x-1: Test system specific measurement uncertainty values for the EIRP test
	
	Expanded uncertainty ue [dB]

	
	f ≦ 3GHz
	3GHz < f  ≦ 4.2 GHz

	Indoor Anechoic Chamber
	[1.05]
	[1.13]

	Compact Antenna Test Range
	[1.16]
	[1.23]

	…Near Field Test Range
	[0.89]
	[0.99]

	…
	
	

	Common maximum accepted test system uncertainty
	[1.1]
	[1.3]



<< end of proposal >>





<< Start of proposal >>
Table 10.3.1.1.2.4 -1: Indoor Anechoic Chamber uncertainty contributions
for AAS BS EIRP measurement
	UID
	Description of uncertainty contribution
	Details in annex

	Stage 2: DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	B1-1E.5

	2
	Pointing misalignment between the AAS BS and the receiving antenna.
	B1-2E.5

	3
	Quality of quiet zone
	B1-3E.5

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	B1-4E.5

	5
	Mutual coupling between the AAS BS and the receiving antenna
	B1-5E.5

	6
	Phase curvature
	B1-6E.5

	8
	Impedance mismatch in the receiving chain
	B1-8E.5

	9
	Random uncertainty
	B1-9E.5

	23
	Uncertainty of conducted measurement (conducted MU / 1.96)
	B1-23E.5

	Stage 1: Calibration measurement

	10
	Impedance mismatch between the receiving antenna and the network analyzer 
	B1-10E.5

	11
	Positioning and pointing misalignment between the reference antenna and the receiving antenna
	B1-11E.5

	12
	Impedance mismatch between the reference antenna and the network analyzer
	B1-12E.5

	13
	Quality of quiet zone
	B1-3E.5

	14
	Polarization mismatch for reference antenna
	B1-4E.5

	15
	Mutual coupling between the reference antenna and the receiving antenna
	B1-5E.5

	16
	Phase curvature 
	B1-6E.5

	17
	Uncertainty of the Network Analyzer
	EE.5

	18
	Influence of the reference antenna feed cable
a)	Flexing cables, adapters, attenuators, and connector repeatability
	B1-14E.5

	19
	Reference antenna feed cable loss measurement uncertainty
	B1-15E.5

	20
	Influence of the receiving antenna feed cable
a)	Flexing cables, adapters, attenuators, and connector repeatability
	B1-16E.5

	21
	Uncertainty of the absolute gain of the reference antenna
	EE.5

	22
	Uncertainty of the absolute gain of the receiving antenna
	B1-18E.5



<< end of proposal >>

<< Start of proposal >>
10.2.4.4.1	General
The system is depicted in section 10.x2.x2.x.4.x1. In case of OTA Frequency Error type of measurements, NF to FF transform is not needed. Frequency Error is measured in Near Field for the declared direction.
10.2.4.4.2 	Calibration
Stage 1 – Calibration: 
Calibration shall be done with the procedure shown in 10.x2.x2.x4.x2.x. to ensure that the SNR at the measurement equipment input is appropriate and the reception singal level at the measurement equipment is within the dynamic range of measurement equipment.

<< end of proposal >>

<< Start of proposal >>

10.2.4.4.4.2 	MU Value
Table 10.2.4.34.4.12-1: Near Field Test Range Uncertainty assessment for eAAS OTA Frequency Error measurement
	UID
	Uncertainty source
	Uncertainty value f ≦ 3GHz
	Uncertainty value
3GHz < f ≦ 4.2 GHz
	Distribution of the probability
	Divisor based on distribution shape
	 ci
	Standard uncertainty ui [dB]  f ≦ 3GHz
	Standard uncertainty ui [dB]  3GHz < f ≦ 4.2 GHz

	1
	Axes Intersection
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2
	Axes Orthogonality
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	3
	Horizontal Pointing
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	4
	Probe Vertical Position
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	5
	Probe H/V pointing
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	6
	Measurement Distance
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	7
	Amplitude and Phase Drift
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	8
	Amplitude and Phase Noise
	FFS0.02
	FFS0.02
	Gaussian
	1.00
	1
	FFS0.02
	FFS0.02

	9
	Leakage and Crosstalk
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	10
	Amplitude Non-Linearity
	FFS0.04
	FFS0.04
	Gaussian
	1.00
	1
	FFS0.04
	FFS0.04

	11
	Amplitude and Phase Shift in rotary joints
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	12
	Channel Balance Amplitude and Phase
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	13
	Probe Polarization Amplitude and Phase
	FFS0.0001
	FFS0.0001
	Gaussian
	1.00
	1
	FFS0
	FFS0

	14
	Probe Pattern Knowledge
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	15
	Multiple Reflections
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	16
	Room Scattering
	FFS0.09
	FFS0.09
	Gaussian
	1.00
	1
	FFS0.09
	FFS0.09

	17
	DUT support Scattering
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	18
	Scan Area Truncation
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	19
	Sampling Point Offset
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	20
	Spherical Mode Truncation
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2118
	Positioning
	FFS0.03
	FFS0.03
	Rectangular
	1.73
	1
	FFS0.02
	FFS0.02

	2219
	Probe Array Uniformity
	FFS0.055
	FFS0.055
	Gaussian
	1.00
	1
	FFS0.06
	FFS0.06

	23
	Mismatch of receiver chain
	FFS
	FFS
	U-Shaped
	1.41
	1
	FFS
	FFS

	24
	Insertion loss of receiver chain
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2520
	Uncertainty of the absolute gain of the probe antenna
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	26
	RF measurement equipment 
	FFS
	FFS
	Rectangular
	1.73
	1
	FFS
	FFS

	27
	Measurement repeatability – positioning repeatability
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	Stage 1: Calibration measurement

	
	
	
	
	
	
	
	
	

	Combined standard uncertainty (1σ) [dB]


	0.12
	0.12

	Expanded uncertainty (1.96σ - confidence interval of 95 %) [dB]


	0.23
	0.23



The Near Field MU budget is carried out without consideration of the measurement equipment as this MU is given in Hz. The way this uncertainty converts to dB is FFS. 

Note: The way the different standard uncertainty terms will be combined is FFS.

<< end of proposal >>

<< Start of proposal >>
10.2.5.4.1	General
The system is depicted in section 10.x2.x2.x4.x1. In case of OTA EVM type of measurements, NF to FF transform is not needed. EVM is measured in Near Field for the declared directions.
10.2.5.4.2 Test method limitations and scope
For AAS BS implementations that point a beam in the EVM conformance direction during testing, the near field technique may report too high, but will never report too low EVM. In case the BS does not point a beam centre in the test direction, there is a risk of the near field technique report too low EVM
10.2.5.4.3 	Calibration
Stage 1 – Calibration: 
Calibration shall be done with the procedure shown in 10.x2.x2.x4.x2.x. to ensure that the SNR at the measurement equipment input is appropriate and the reception signal level at the measurement equipment is within the dynamic range of measurement equipment.

<< end of proposal >>

<< Start of proposal >>
10.2.5.4.5 	MU assessment 
10.2.5.4.5.1 	MU Budget

Table 10.2.5.34.5.1-1: Near Field Test Range Uncertainty contributors for eAAS OTA EVM measurement
	UID
	Description of uncertainty contribution
	Details in paragraph

	1
	Axes Intersection
	B4-1E.5

	2
	Axes Orthogonality
	B4-2E.5

	3
	Horizontal Pointing
	B4-3E.5

	4
	Probe Vertical Position
	B4-4E.5

	5
	Probe H/V pointing
	B4-5E.5

	6
	Measurement Distance
	B4-6E.5

	7
	Amplitude and Phase Drift
	B4-7E.5

	8
	Amplitude and Phase Noise
	B4-8E.5

	9
	Leakage and Crosstalk
	B4-9E.5

	10
	Amplitude Non-Linearity
	B4-10E.5

	11
	Amplitude and Phase Shift in rotary joints
	B4-11E.5

	12
	Channel Balance Amplitude and Phase
	B4-12E.5

	13
	Probe Polarization Amplitude and Phase
	B4-13E.5

	14
	Probe Pattern Knowledge
	B4-14E.5

	15
	Multiple Reflections
	B4-15E.5

	16
	Room Scattering
	B4-16E.5

	17
	DUT support Scattering
	B4-17E.5

	18
	Scan Area Truncation
	B4-18

	19
	Sampling Point Offset
	B4-19

	20
	Spherical Mode Truncation
	B4-20

	2118
	Positioning
	B4-21E.5

	2219
	Probe Array Uniformity
	B4-22E.5

	23
	Mismatch of receiver chain (i.e. between receiving antenna and measurement receiver)
	B4-23E.5

	24
	Insertion loss of receiver chain
	B4-24E.5

	2520
	Uncertainty of the absolute gain of the probe antenna
	B4-25E.5

	26
	RF Measurement Equipment
	E

	27
	Measurement repeatability - Positioning Repeatability
	B4-27



10.2.5.4.5.2 	MU Value 
Table 10.2.5.3.5.1-1: Near Field Test Range Uncertainty assessment for eAAS OTA EVM measurement
	UID
	Uncertainty source
	Uncertainty value f ≦ 3GHz
	Uncertainty value
3GHz < f ≦ 4.2 GHz
	Distribution of the probability
	Divisor based on distribution shape
	 ci
	Standard uncertainty ui [dB]  f ≦ 3GHz
	Standard uncertainty ui [dB]  3GHz < f ≦ 4.2 GHz

	1
	Axes Intersection
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	2
	Axes Orthogonality
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	3
	Horizontal Pointing
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	4
	Probe Vertical Position
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	5
	Probe H/V pointing
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	6
	Measurement Distance
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	7
	Amplitude and Phase Drift
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	8
	Amplitude and Phase Noise
	FFS0.02
	FFS0.02
	Gaussian
	1.00
	1
	FFS0.02
	FFS0.02

	9
	Leakage and Crosstalk
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	10
	Amplitude Non-Linearity
	FFS0.04
	FFS0.04
	Gaussian
	1.00
	1
	FFS0.04
	FFS0.04

	11
	Amplitude and Phase Shift in rotary joints
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	12
	Channel Balance Amplitude and Phase
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	13
	Probe Polarization Amplitude and Phase
	FFS0.0001
	FFS0.0001
	Gaussian
	1.00
	1
	FFS0
	FFS0

	14
	Probe Pattern Knowledge
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	15
	Multiple Reflections
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	16
	Room Scattering
	FFS0.09
	FFS0.09
	Gaussian
	1.00
	1
	FFS0.09
	FFS0.09

	17
	DUT support Scattering
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	18
	Scan Area Truncation
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	19
	Sampling Point Offset
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	20
	Spherical Mode Truncation
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2118
	Positioning
	FFS0.03
	FFS0.03
	Rectangular
	1.73
	1
	FFS0-.02
	FFS0.02

	2219
	Probe Array Uniformity
	FFS0.06
	FFS0.06
	Gaussian
	1.00
	1
	FFS0.06
	FFS0.06

	23
	Mismatch of receiver chain
	FFS
	FFS
	U-Shaped
	1.41
	1
	FFS
	FFS

	24
	Insertion loss of receiver chain
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2520
	Uncertainty of the absolute gain of the probe antenna
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	26
	RF measurement equipment 
	FFS
	FFS
	Rectangular
	1.73
	1
	FFS
	FFS

	27
	Measurement repeatability – positioning repeatability
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	Stage 1: Calibration measurement

	
	
	
	
	
	
	
	
	

	Combined standard uncertainty (1σ) [dB]


	0.12
	0.12

	Expanded uncertainty (1.96σ - confidence interval of 95 %) [dB]


	0.23
	0.23


Note: The way the different standard uncertainty terms will be combined is FFS.
The Near Field MU budget is carried out without consideration of the measurement equipment as this MU is given in %, converting to dB gives, for example:
2% is equivalent to 20*log10(2/100) = -33.98dB
If the unwanted signal is 0.25dB higher than the wanted due to the test system then this will be degraded to -33.63dB, and
	-33.73dB is equivalent to;	10(-33.73/20) *100 = 2.06%
Additional error due to potential phase error has not been considered however the potential increase due to then OTA test equipment is well within the contribution allowable with a 1% linear MU. 

<< end of proposal >>

<< Start of proposal >>

10.2.7.4.1	General
The system is depicted in section 10.x2.x2.x4.x1. In case of OTA Occupied BW type of measurements, NF to FF transform is not needed. Occupied BW is measured in Near Field for the declared direction
10.2.7.4.2 	Calibration
Stage 1 – Calibration: 
Calibration shall be done with the procedure shown in 10.x2.x2.x4.x2.x. to ensure that the SNR at the measurement equipment input is appropriate and the reception signal level at the measurement equipment is within the dynamic range of measurement equipment.
10.2.7.4.3 	Procedure
Stage 2 - Measurement:
The testing procedure consists of the following steps:
7. Align the AAS BS with (Theta,Phi) angles corresponding to the declared beam direction to be measured
8. Configure TX branch and carrier at a time according to the manufacturer's declared rated output power
9. Set the AAS BS to transmit the test signal according to E-TM3.1 at 5 MHz bandwidth configuration.
10. Measure Occupied BW of each carrier arriving at the measurement equipment (such as a spectrum analyzer or equivalent instrument).
11. Repeat steps 3-4 for all conformance test beam direction pairs as described in 3GPP TS 37.145-2 [24], subclause 6.2.
12. Repeat steps 3-5 for E-TM3.2, E-TM3.3 and E-TM2.
The EVM of each E-UTRA carrier for different modulation schemes on PDSCH to be less than the limits defined in 3GPP TS 37.105 [3], subclause 9.6.
For conformance tests, Occupied BW shall be measured at maximum power setting.

<< end of proposal >>

<< Start of proposal >>

10.2.4.7.4.2 	MU Value
Table 10.2.64.37.4.12-1: Near Field Test Range Uncertainty assessment for eAAS OTA Occupied BW measurement
	UID
	Uncertainty source
	Uncertainty value f ≦ 3GHz
	Uncertainty value
3GHz < f ≦ 4.2 GHz
	Distribution of the probability
	Divisor based on distribution shape
	 ci
	Standard uncertainty ui [dB]  f ≦ 3GHz
	Standard uncertainty ui [dB]  3GHz < f ≦ 4.2 GHz

	1
	Axes Intersection
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	2
	Axes Orthogonality
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS
	FFS0

	3
	Horizontal Pointing
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	4
	Probe Vertical Position
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	5
	Probe H/V pointing
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	6
	Measurement Distance
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	7
	Amplitude and Phase Drift
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	8
	Amplitude and Phase Noise
	FFS0.02
	FFS0.02
	Gaussian
	1.00
	1
	FFS0.02
	FFS0.02

	9
	Leakage and Crosstalk
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	10
	Amplitude Non-Linearity
	FFS0.04
	FFS0.04
	Gaussian
	1.00
	1
	FFS0.04
	FFS0.04

	11
	Amplitude and Phase Shift in rotary joints
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	12
	Channel Balance Amplitude and Phase
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	13
	Probe Polarization Amplitude and Phase
	FFS0.0001
	FFS0.0001
	Gaussian
	1.00
	1
	FFS0
	FFS0

	14
	Probe Pattern Knowledge
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	15
	Multiple Reflections
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	16
	Room Scattering
	FFS0.09
	FFS0.09
	Gaussian
	1.00
	1
	FFS0.09
	FFS0.09

	17
	DUT support Scattering
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	18
	Scan Area Truncation
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	19
	Sampling Point Offset
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	20
	Spherical Mode Truncation
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2118
	Positioning
	FFS0.03
	FFS0.03
	Rectangular
	1.73
	1
	FFS0.02
	FFS0.02

	2219
	Probe Array Uniformity
	FFS0.055
	FFS0.055
	Gaussian
	1.00
	1
	FFS0.06
	FFS0.06

	23
	Mismatch of receiver chain
	FFS
	FFS
	U-Shaped
	1.41
	1
	FFS
	FFS

	24
	Insertion loss of receiver chain
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	2520
	Uncertainty of the absolute gain of the probe antenna
	FFS0
	FFS0
	Gaussian
	1.00
	1
	FFS0
	FFS0

	26
	RF measurement equipment 
	FFS
	FFS
	Rectangular
	1.73
	1
	FFS
	FFS

	27
	Measurement repeatability – positioning repeatability
	FFS
	FFS
	Gaussian
	1.00
	1
	FFS
	FFS

	Stage 1: Calibration measurement

	
	
	
	
	
	
	
	
	

	Combined standard uncertainty (1σ) [dB]


	0.12
	0.12

	Expanded uncertainty (1.96σ - confidence interval of 95 %) [dB]


	0.23
	0.23


The Near Field MU budget is carried out without consideration of the measurement equipment as this MU is given in Hz. The way this uncertainty converts to dB is FFS. 

Note: The way the different standard uncertainty terms will be combined is FFS.

<< end of proposal >>


4. Conclusion 
Text proposal to TR 37.843 is presented in order to propose changes to section 10.

Reference
[1] 3GPP TR 37.843 v 15.0.0, Dec 2017
[2] 3GPP TR 37.842 v 13.2.0, March 2017
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