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<Start of the change>
6.2.3
UE additional maximum output power reduction

Additional emission requirements can be signalled by the network with network signalling value indicated by the field additionalSpectrumEmission. To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

Table 6.2.3-1 specifies for UE Power Class 3 the additional requirements and allowed A-MPR with corresponding network signalling value and operating band. The allowed A-MPR is in addition to the allowed MPR specified in subclause 6.2.2.

Table 6.2.3-1: Additional maximum power reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)
	Value of additionalSpectrumEmission

	NS_01
	
	
	
	
	N/A
	1

	NS_02
	6.5.2.1.2
	n1, n2, n4, n5, n8 

NOTE 1
	
	
	Table 6.2.3-2
	1

	NS_35
	6.5.2.1.2.1
	n71
	5, 10, 15, 20
	5.3.5
	N/A
	35

	NS_zz
	6.5.2.3.z
	n51
	5
	
	Table 6.2.3-Z
	

	NOTE 1:
This NS can be signalled for NR bands that have UTRA services deployed


Table 6.2.3-2: A-MPR for UTRA protections

	Modulation
	A-MPR

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 1.5
	0

	DFT-s-OFDM QPSK
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 0.5
	0

	DFT-s-OFDM 64 QAM
	≤ 0.5
	0

	DFT-s-OFDM 256 QAM
	0
	0

	CP-OFDM QPSK
	≤ 1
	0

	CP-OFDM 16 QAM
	≤ 1
	0

	CP-OFDM 64 QAM
	≤ 0.5
	0

	CP-OFDM 256 QAM
	0
	0

	NOTE 1:
A-MPR defined in this Table is additive to MPR defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2.2


Table 6.2.3-Z: A-MPR for "NS_zz"

	Modulation


	AMPR

	
	Channel bandwidth [MHz]: 5Mhz

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM QPSK
	15.5
	12

	DFT-s-OFDM 16 QAM
	14.5
	11

	DFT-s-OFDM 64 QAM
	14.5
	10

	DFT-s-OFDM 256 QAM
	12.5
	7.5

	CP-OFDM QPSK
	14.5
	10

	CP-OFDM 16 QAM
	14.5
	10

	CP-OFDM 64 QAM
	14
	8

	CP-OFDM 256 QAM
	11
	5.5

	NOTE 1:
The total maximum output power reduction for NS_xx is obtained by taking the maximum value of MPR + A-MPR specified in Table 6.2.3-1 and Table 6.2.4-30a in TS 36.101 and MPR+A-MPR specified in Table 6.2.2-1 and Table 6.2.3-zz.


6.2.4
Configured transmitted power
<End of the change>
