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1 Introduction

This contribution provides text proposal for DC combinations of CA_5DL_3A-41C-42C_2UL_3A-41A_BCS0.
Text Proposal
<Start of TP>
----- Unchanged sections omitted -----
8.2
LTE Advanced Carrier Aggregation: Band 3 and Band 41 and Band 41 and Band 42 and Band 42 with 2 ULs
8.2.1
List of specific combination issues
8.2.1.1
Channel bandwidths per operating band for CA
Table 8.2.1.1-1: CA configurations under study

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_3A-41C-42C
	CA_42C
CA_3A-41A
CA_3A-42A
CA_41A-42A
CA_41C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	41
	See CA_41C Bandwidth combination set 0 in TS36.101
	
	

	
	
	42
	See CA_42C Bandwidth combination set 1 in TS36.101
	
	


8.2.1.2
Co-existence studies
8.2.1.2.1
Co-existence studies for LTE-A UL CA_42C and DL CA_3A-41C-42C
For 2UL / 5DL own receiver desensitization study 2nd and 3rd order harmonics were calculated and presented in Table 8.2.1.2-1
Table 8.2.1.2-1: Harmonic analysis

	UE UL carriers
	fx_low
	fx_high

	UL frequency (MHz)
	3400
	3600

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	6800
	7200

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	10200
	10800


From the harmonics analysis table, there was no harmonics from Band 42 uplinks which would desensitize the 3rd own Rx frequency of bands 3 and 41. 
8.2.1.2.2
Co-existence studies for LTE-A UL CA_3A-41A and DL CA_3A-41C-42C
Co-existence studies of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional study is needed.
8.2.1.2.3
Co-existence studies for LTE-A UL CA_3A-42A and DL CA_3A-41C-42C
Co-existence studies of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional study is needed.
8.2.1.2.4
Co-existence studies for LTE-A UL CA_41A-42A and DL CA_3A-41C-42C
Co-existence studies of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional study is needed.
8.2.1.2.5
Co-existence studies for LTE-A UL CA_41C and DL CA_3A-41C-42C
Co-existence studies of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional study is needed.
8.2.1.3
MSD
When uplink CA configurations CA_42C is paired with downlink CA configuration CA_3A-41C-42C there is no interference components from 2 uplink operation which would interfere the downlink of the Band 3 and Band 41.
As with 8.2.1.2.2, the MSD of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional MSD requirement is needed for LTE-A UL CA_3A-41A and DL CA_3A-41C-42C.

As with 8.2.1.2.3, the MSD of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional MSD requirement is needed for LTE-A UL CA_3A-42A and DL CA_3A-41C-42C.

As with 8.2.1.2.4, the MSD of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional MSD requirement is needed for LTE-A UL CA_41A-42A and DL CA_3A-41C-42C.

As with 8.2.1.2.5, the MSD of this 5DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional MSD requirement is needed for LTE-A UL CA_41C and DL CA_3A-41C-42C.

8.2.1.4
∆TIB and ∆RIB values
Comparing with 1UL-5DL CA_3A-41C-42C, no difference is expected from UE architecture point of view for this combination, same values for ∆TIB and ∆RIB as 1UL-5DL CA_3A-41C-42C shall apply.
----- Unchanged sections omitted -----
<End of TP>
