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[bookmark: _Toc513025411][bookmark: _Toc513027986][bookmark: _Toc510693630]5.2A	Operating bands for CA
[bookmark: _Toc513025412][bookmark: _Toc513027987]5.2A.1	Intra-band CA
NR intra-band contiguous carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1, where all operating bands are within FR1.
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n77
	n77

	CA_n78
	n78

	CA_n79
	n79

	
	

	
	



[bookmark: _Toc513025413][bookmark: _Toc513027988]5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR1.
Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n3A-n78A1
	n3, n78

	CA_n28A_-n78A1
	n28, n78

	CA_n41A-n78A
	n41, n78

	CA_n77A-n79A
	n77, n79

	CA_n78A-n79A
	n78, n79

	CA_n75A-n78A1
	n75, n78

	CA_n76A-n78A1
	n76, n78

	NOTE 1: Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
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[bookmark: _Toc513025415][bookmark: _Toc513027990]5.2B.1	General
NR dual connectivity is designed to operate in the operating bands defined in Table 5.2B-1, where all operating bands are within FR1.
Table 5.2B-1: Inter-band DC operating bands involving FR1 (two bands)
	NR CA DC Band
	NR Band
(Table 5.2-1)

	
	

	
	

	
	

	
	

	
	

	
	

	NOTE 1: Applicable for UE supporting inter-band dual connectivity with mandatory simultaneous Rx/Tx capability.




[bookmark: _Toc513027991][bookmark: _Toc513025416]5.2C	Operating band combination for SUL
NR operation is designed to operate in the operating band combination defined in Table 5.2C-1, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)

	SUL_n78-n802
	n78, n80

	SUL_n78-n812
	n78, n81

	SUL_n78-n822
	n78, n82

	SUL_n78-n832
	n78, n83

	SUL_n78-n842
	n78, n84

	SUL_n78-n862
	n78, n86

	SUL_n79-n802
	n79, n80

	SUL_n79-n812
	n79, n81

	NOTE 1: If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0us.
NOTE 2: For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.




