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6
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

6.2
Transmitter power

6.2.1
UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.1-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n41
	
	
	26
	+2/-33
	23
	± 23

	n71
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	23
	± 2

	n77
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	23
	+2

	n81
	
	
	
	
	23
	+2

	n82
	
	
	
	
	23
	± 2

	n83
	
	
	
	
	23
	± 2/-2.5

	n84
	
	
	
	
	23
	± 2

	n86
	
	
	
	
	23
	± 2

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance 

NOTE 2: 
Power class 3 is default power class unless otherwise stated

NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB


For a power class 2 capable UE operating on n41, when an IE P-max as defined in TS 38.331 [7] of 23 dBm or lower is indicated in the cell, the requirements for power class 2 are not applicable, and the corresponding requirements for a power class 3 UE shall apply.
For each supported frequency band other than n41, the UE shall:
· If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:

-
if the band is a TDD band and 50% or more slots in radio frame are used for UL transmission; or

-
if the IE P-Max as defined in TS 38.331 [?] is not provided; or

-
if the IE P-Max as defined in TS 38.331 [?] is provided and set to the maximum output power of the default power class or lower;

-
apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in sub-clause 6.2.5;

-
else (i.e the IE P-Max as defined in TS 38.331 [?] is provided and set to the higher value than the maximum output power of the default power class):

-
apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2.5;

<Unchanged sections omitted>
6.2.3
UE additional maximum output power reduction

Additional emission requirements can be signalled by the network with network signalling value indicated by the field additionalSpectrumEmission. To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

Table 6.2.3-1 specifies for UE Power Class 3 the additional requirements and allowed A-MPR with corresponding network signalling value and operating band. The allowed A-MPR is in addition to the allowed MPR specified in subclause 6.2.2.

Table 6.2.3-1: Additional maximum power reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)
	Value of additionalSpectrumEmission

	NS_01
	
	
	
	
	N/A
	1

	NS_02
	6.5.2.1.2
	n1, n2, n4, n5, n8 

NOTE 1
	
	
	Table 6.2.3-2
	1

	NS_35
	6.5.2.1.2.1
	n71
	5, 10, 15, 20
	5.3.5
	N/A
	35

	NS_XX
	6.5.3.3.X
	n74
	15
	Table 6.2.3-X
	1

	NS_YY
	6.5.3.3.Y
	n74
	10, 15, 20
	Table 6.2.3-Y
	1

	NS_ZZ
	6.5.3.3.Z
	n74
	10, 15, 20
	Table 6.2.3-Z
	1

	NOTE 1:
This NS can be signalled for NR bands that have UTRA services deployed


Table 6.2.3-2: A-MPR for UTRA protections

	Modulation
	A-MPR

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 1.5
	0

	DFT-s-OFDM QPSK
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 0.5
	0

	DFT-s-OFDM 64 QAM
	≤ 0.5
	0

	DFT-s-OFDM 256 QAM
	0
	0

	CP-OFDM QPSK
	≤ 1
	0

	CP-OFDM 16 QAM
	≤ 1
	0

	CP-OFDM 64 QAM
	≤ 0.5
	0

	CP-OFDM 256 QAM
	0
	0

	NOTE 1:
A-MPR defined in this Table is additive to MPR defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2.2


Table 6.2.3-X: A-MPR for NS_XX (B11 receiver protection)
	CBW
	Carrier centre frequency (FC) 
	Parameters
	Region A
	Region B

	[MHz]
	[MHz]
	
	
	

	15
	FC = 1455.4
	RBstart
	78-79
	70-77

	
	
	LCRB [RBs]
	0-5
	≥60
	≥60

	
	
	A-MPR [dB]
	≤[5]
	≤[4]
	≤[4]

	NOTE 1:
The total backoff applied is max(MPR, A-MPR) where MPR defined in Table 6.2.2-1


Table 6.2.3-Y: A-MPR for NS_YY(EESS protection)
	CBW
	Carrier centre frequency (FC) 
	Parameters
	Region A
	Region B
	Region C

	[MHz]
	[MHz]
	
	
	
	

	10
	1435 ≤ FC < 1442
	RBstart
	0-2
	　
	　
	　

	
	
	LCRB [RBs]
	≥45
	　
	　
	　
	　

	
	
	A-MPR [dB]
	≤[8.5]
	　
	　
	　
	　

	15
	
1437.5 ≤ FC < 1447.5
	RBstart
	0-10
	11-15
	　

	
	
	LCRB [RBs]
	40-60
	≥61
	60-70
	　
	　

	
	
	A-MPR [dB]
	≤[9]
	≤[10]
	≤[9]
	　
	　

	20
	1440 ≤ FC < 1450
	RBstart
	0-10
	11-20
	21-30

	
	
	LCRB [RBs]
	40-60
	≥61
	60-80
	≥81
	≥80

	
	
	A-MPR [dB]
	≤[9]
	≤[10.5]
	≤[9]
	≤[10]
	≤[9]

	NOTE 1:
The total backoff applied is max(MPR, A-MPR) where MPR defined in Table 6.2.2-1


Table 6.2.3-Z: A-MPR for NS_ZZ(own receiver protection)
	CBW
	Carrier centre frequency (FC) 
	Parameters
	Region A
	Region B

	[MHz]
	[MHz]
	
	
	

	10
	1455 < FC ≤ 1462.5
	RBstart
	45-52
	40-44
	　

	
	
	LCRB [RBs]
	0-6
	≥40
	　
	≥40
	　

	
	
	A-MPR [dB]
	≤[4]
	≤[4]
	　
	≤[2]
	　

	15
	1452.5 < FC ≤ 1462.5
	RBstart
	60-80
	50-59

	
	
	LCRB [RBs]
	0-5
	6-20
	≥40
	≥50
	　

	
	
	A-MPR [dB]
	≤[4]
	≤[3]
	≤[4]
	≤[2]
	　

	20
	1450 < FC ≤ 1460
	RBstart
	80-100
	70-79

	
	
	LCRB [RBs]
	0-5
	6-15
	16-30
	≥40
	≥60

	
	
	A-MPR [dB]
	≤[4]
	≤[3]
	≤[2]
	≤[4]
	≤[2]

	NOTE 1:
The total backoff applied is max(MPR, A-MPR) where MPR defined in Table 6.2.2-1


<Unchanged sections omitted>

6.5.3.3
Additional spurious emissions
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
6.5.3.3.1
Minimum requirement (network signalled value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.1-1: Additional requirements
	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10, 15, 20, 40, 50, 60, 80, 100 MHz
	

	2495 ≤ f < 2496
	-13
	1% of Channel BW

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz


6.5.3.3.X
Minimum requirement (network signalled value "NS_XX")
Table 6.5.3.3.X-1: Additional requirements

	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz
	

	1475 ≤ f ≤ 1488
	-28
	1MHz


6.5.3.3.Y
Minimum requirement (network signalled value "NS_YY")

Table 6.5.3.3.Y-1: Additional requirements

	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz
	

	1400 ≤ f ≤ 1427
	-32
	27MHz

	NOTE 1:
This requirement shall be verified with UE transmission power of 15 dBm.


6.5.3.3.Z
Minimum requirement (network signalled value "NS_ZZ")
Table 6.5.3.5.Z-1: Additional requirement

	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5MHz
	10MHz
	15MHz
	20MHz
	

	1475.9 ≤ f ≤ 1510.9
	-35
	-35
	-35
	-35
	1 MHz


<Unchanged sections omitted>

7.3
Reference sensitivity

7.3.1
General

The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

In later subclauses of Section 7 where the value of REFSENS is used as a reference to set the corresponding requirement:

-
in all bands, the UE shall be verified against those requirements by applying the REFSENS value in Table 7.3-1 with 2 Rx antenna ports tested; 

-
for bands where the UE is required to be equipped with 4 Rx antenna ports, the UE shall additionally be verified against those requirements by applying the resulting REFSENS value derived from the requirement in Table 7.3-2 with 4 Rx antenna ports tested.

7.3.2
Reference sensitivity power level

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3-1 and Table 7.3-2

Table 7.3-1: Two antenna port reference sensitivity QPSK PREFSENS 

	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n2
	15
	[-98.0]
	[-94.8]
	[-93.0]
	[-91.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.1]
	[-93.1]
	[-92.0]
	
	
	
	
	
	
	
	

	
	60
	
	[-95.5]
	[-93.4]
	[-92.2]
	
	
	
	
	
	
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	
	
	
	
	
	

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	
	
	
	
	
	

	n5
	15
	-98.0
	-94.8 
	  -93.0 
	-90.8 
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-91.0
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	

	n8
	15
	-97.0
	-93.8
	-92.0
	-90.0
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-90.2
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	[-97.0]
	[-93.8]
	[-91.0]
	[-89.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-91.1]
	[-90.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	[-98.5]
	[-95.5]
	[-93.5]
	[-90.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.6]
	[-93.6]
	[-91.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n411
	15
	
	-94.8
	-93.0
	-91.8
	
	
	-88.6
	-87.6
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	-88.7
	-87.7
	-86.9
	-85.6
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	-88.9
	-87.8
	-87.1
	-85.6
	-84.7
	

	n50
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	-90.6
	-89.6
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	-90.7
	-89.7
	-88.9
	-87.6
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	

	n743
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	
	
	

	n771
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	-85.2
	

	n781
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	n791
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	
	NOTE 1: Four Rx antenna ports shall be the baseline for this operating band

NOTE 2:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4

NOTE 3:
3 indicates that the requirement is modified by -0.5 dB when the assigned NR channel bandwidth is confined within 1475.9-1510.9 MHz. 




For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3-2 for the applicable operating bands.

Table 7.3-2: Four antenna port reference sensitivity allowance ΔRIB,4R

	Operating band
	ΔRIB,4R (dB)

	n7, n38, n41
	-2.7

	n77, n78, n79
	-2.2


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3-1 and Table 7.3-2 shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3-3.

Table 7.3-3: Uplink configuration for reference sensitivity

	Operating band / SCS / Channel bandwidth / Duplex mode

	Operating Band
	SCS kHz
	5

MHz

	10

MHz

	15

MHz

	20

MHz

	25

MHz

	30 MHz
	40

MHz
	50

MHz
	60

MHz

	80

MHz

	100 MHz

	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	1011
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501 
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	
	
	
	
	
	

	n5
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101 
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	
	
	
	
	
	
	
	

	n8
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n41
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n50
	15
	25
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	NOTE 3
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	
	
	216
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	1001
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	501
	
	
	
	
	

	n70
	15
	25
	501
	751
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	

	
	60
	
	101
	18
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	-
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	

	
	60
	-
	51
	51
	51
	
	
	
	
	
	
	
	

	n77
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	-
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n77 (3.8 to 4.2 GHz)
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n78
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n79
	15
	
	
	
	
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	
	
	
	
	
	501
	641
	751
	1001
	135
	

	NOTE 1:
1 Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).

NOTE 2:
2 refers to Band 20; for 15kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;

NOTE 3:
For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest duplex distance shall be used.


Unless given by Table 7.3-4, the minimum requirements specified in Tables 7.3-1 and 7.3-2 shall be verified with the network signalling value NS_01 (Table 6.2.3-1) configured. 

Table 7.3-4: Network signaling value for reference sensitivity

	Operating band
	Network Signalling value

	n71
	35

	
	

	
	


<Unchanged sections omitted>

