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<Start of changes>
9.7.4.3.2
OTA spectrum emission mask

[BS unwanted emissions shall not exceed the maximum levels specified in table 9.7.4.3.2‑1 to 9.7.4.3.2-3.

Table 9.7.4.3.2-1: SEM applicable for Prated,t,TRP >25 dBm in the frequency range 24.25 – 33.4 GHz and 
Prated,t,TRP> 26 dBm in the frequency range 37 – 52.6 GHz

	Frequency offset from “edge of transmission” Δf
	Limit
	Measurement bandwidth

	0 ( (f < 10% of the total transmission bandwidth 
	-5 dBm
	1 MHz

	10% of the total transmission bandwidth ( (f < OOB boundary
	-13 dBm
	1 MHz


Table 9.7.4.3.2-2: SEM applicable for Prated,t,TRP < =25 dBmin the frequency range 24.25 – 33.4 GHz 

	Frequency offset from “edge of transmission” Δf
	Limit
	Measurement bandwidth

	0 ( (f < 10% of the total transmission bandwidth 
	-12 dBm
	1 MHz

	10% of the total transmission bandwidth ( (f < OOB boundary
	-20 dBm
	1 MHz


	Table 9.7.4.3.2-3: SEM applicable for Prated,t,TRP < =26 dBm in the frequency range 37 – 52.6 GHz

Frequency offset from “edge of transmission” Δf
	Limit
	Measurement bandwidth

	0 ( (f < 10% of the total transmission bandwidth 
	-12 dBm
	1 MHz

	10% of the total transmission bandwidth ( (f < OOB boundary
	-20 dBm
	1 MHz


<End of changes>
