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< Unchanged sections omitted >

8.1.1.1
Simultaneous unicast and MBMS operations

8.1.1.2
Dual-antenna receiver capability in idle mode

8.1.2
Applicability of requirements
8.1.2.1
Applicability of requirements for different channel bandwidths
In Clause 8 the test cases may be defined with different channel bandwidth to verify the same target FRC conditions with the same propagation conditions, correlation matrix and antenna configuration.

Test cases defined for 5MHz channel bandwidth that reference this clause are applicable to UEs that support only Band 31, 72 and/or 73.
< Unchanged sections omitted >
9
Reporting of Channel State Information

9.1
General

This section includes requirements for the reporting of channel state information (CSI). For all test cases in this section, the definition of SNR and SINR are in accordance with the one given in clause 8.1.1.

For the performance requirements specified in this clause, it is assumed that NRX=2 unless otherwise stated.

Unless otherwise stated, 4-bit CQI Table in Table 7.2.3-1 in TS 36.213 [6], and Modulation and TBS index table in Table 7.1.7.1-1 for PDSCH in TS 36.213 [6] are applied in all the CSI requirements.
9.1.1
Applicability of requirements

9.1.1.1
Applicability of requirements for different channel bandwidths
In Clause 9 the test cases may be defined with different channel bandwidth to verify the same CSI requirement.

Test cases defined for 5MHz channel bandwidth that reference this clause are applicable to UEs that support only Band 31, 72 and/or 73.
< End of changes >

