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<Start of changes>
4.5
Operating bands and Band Categories

MSR requirements are applicable for band definitions and band numbering as defined in the specifications TS 45.005 [5], TS25.104 [2], TS 25.105 [3] and TS 36.104 [4]. For the purpose of defining the BS requirements, the operating bands are divided into three band categories as follows:

-
Band Category 1 (BC1): Bands for E-UTRA FDD and UTRA FDD operation. Bands in this category are also used for NB-IoT operation (all modes)
-
Band Category 2 (BC2): Bands for E-UTRA FDD, UTRA FDD and GSM/EDGE operation. Bands in this category are also used for NB-IoT operation (all modes)
-
Band Category 3 (BC3): Bands for E-UTRA TDD and UTRA TDD operation. Bands in this category are also used for NB-IoT operation (all modes)
NOTE:
For UTRA TDD, requirements in the present document cover the 1.28 Mcps UTRA TDD option.

The paired and unpaired bands for the three Band Categories are shown in Table 4.5-1 and 4.5-2, together with the corresponding E-UTRA, UTRA and GSM/EDGE band designations. In the present specification, the operating band of an MSR Base Stations is designated using the E-UTRA band number according to the tables.

Table 4.5-1: Paired bands in E-UTRA, UTRA and GSM/EDGE.

	MSR and E‑UTRA Band number
	UTRA
Band number
	GSM/EDGE

Band designation
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	1
	I
	-
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	1

	2
	II
	PCS 1900
	1850 MHz
	–
	1910  MHz
	1930 MHz
	–
	1990 MHz
	2

	3
	III
	DCS 1800
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	2

	4
	IV
	-
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	1

	5
	V
	GSM 850
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894MHz
	2

	6
(NOTE 1)
	VI
	-
	830 MHz
	–
	840  MHz
	875 MHz
	–
	885 MHz
	1
(NOTE 1)

	7
	VII
	-
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	1
(NOTE 3)

	8
	VIII
	E-GSM
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	2

	9
	IX
	-
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz
	–
	1879.9 MHz
	1
(NOTE 3)

	10
	X
	-
	1710 MHz
	–
	1770 MHz
	2110 MHz
	–
	2170 MHz
	1
(NOTE 3)

	11
	XI
	-
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	1

	12
	XII
	-
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	1

	13
	XIII
	-
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	1

	14
	XIV
	-
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	1

	15
	XV
	-
	Reserved
	
	
	Reserved
	
	
	

	16
	XVI
	-
	Reserved
	
	
	Reserved
	
	
	

	17
	-
	-
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	1
(NOTE 4)

	18
	-
	-
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	1
(NOTE 4)

	19
	XIX
	-
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	1

	20
	XX
	-
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	1

	21
	XXI
	-
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	1

	22
	XXII
	-
	3410 MHz
	–
	3490 MHz
	3510 MHz
	–
	3590 MHz
	1
(NOTE 3)

	238
	-
	-
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	1
(NOTE 2)

	24
	-
	-
	1626.5 MHz
	–
	1660.5 MHz
	1525 MHz
	–
	1559 MHz
	1
(NOTE 2)

	25
	XXV
	-
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	1

	26
	XXVI
	-
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	1

	27
	-
	-
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	1
(NOTE 2)

	28
	-
	-
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	1
(NOTE 4)

	29
	-
	-
	N/A
	717 MHz
	–
	728 MHz
	1

(NOTE 2, NOTE 5)

	30
	-
	-
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	1
(NOTE 2)

	31
	-
	-
	452.5 MHz
	–
	457.5 MHz
	462.5 MHz
	–
	467.5 MHz
	1
(NOTE 4)

	32

(NOTE 5)
	XXXII (NOTE 6)
	-
	
	N/A
	
	1452 MHz
	–
	1496 MHz
	1
(NOTE 3)

	64
	
	
	Reserved
	

	65
	-
	-
	1920 MHz
	–
	2010 MHz
	2110 MHz
	–
	2200 MHz
	1

(NOTE 2)

	66

(NOTE 7)
	-
	-
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	1
(NOTE 4)

	67

(NOTE 5)
	-
	-
	
	N/A
	
	738 MHz
	-
	758 MHz
	1

(NOTE 2)

	68
	-
	-
	698 MHz
	–
	728 MHz
	753 MHz
	–
	783 MHz
	1
(NOTE 2)

	69
	-
	-
	N/A
	2570 MHz
	–
	2620 MHz
	1

(NOTE 2, NOTE 5)

	70

(NOTE 9)
	-
	-
	1695 MHz
	–
	1710 MHz
	1995 MHz
	–
	2020 MHz
	1
(NOTE 4)

	71
	-
	-
	663 MHz
	–
	698 MHz
	617 MHz
	–
	652 MHz
	1
(NOTE 4)

	72
	-
	-
	451 MHz
	–
	456 MHz
	461 MHz
	–
	466 MHz
	1
(NOTE 4)

	73
	-
	-
	450 MHz
	–
	455 MHz
	460 MHz
	–
	465 MHz
	1
(NOTE 4)

	74
	-
	-
	1427 MHz
	–
	1470 MHz
	1475 MHz
	–
	1518 MHz
	1

(NOTE 4)

	75

(NOTE 5)
	-
	-
	N/A
	1432 MHz
	–
	1517 MHz
	1
(NOTE 2)

	76

(NOTE 5)
	-
	-
	N/A
	1427 MHz
	–
	1432 MHz
	1
(NOTE 2)

	85
	-
	-
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	1

(NOTE 4)

	NOTE 1:
The band is for UTRA only.

NOTE 2:
The band is for E-UTRA only.

NOTE 3:
The band is for E-UTRA and UTRA only.

NOTE 4:
The band is for E-UTRA and NB-IoT only.

NOTE 5:
Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.

NOTE 6:
Restricted to UTRA operation when dual band is configured (e.g., DB-DC-HSDPA or dual band 4C-HSDPA). The down link frequenc(ies) of this band are paired with the uplink frequenc(ies) of the other FDD band (external) of the dual band configuration.

NOTE 7:
The range 2180-2200 MHz of the DL operating band  is restricted to E-UTRA operation when carrier aggregation is configured.

NOTE 8:
Band 23 is not applicable.

NOTE 9:
The range 2010-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 300 MHz.  The range 2005-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 295 MHz.


UTRA FDD can operate with DB-DC-HSDPA for the band configurations listed in subclause 5.2 c) of TS 25.104 [2].

NOTE:
For BS capable of multi-band operation, the supported operating bands may belong to different Band Categories.

Table 4.5-2: Unpaired bands in E-UTRA and UTRA.

	MSR and E‑UTRA Band number
	UTRA Band number
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	33
	a)
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	3

	34
	a)
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	3

	35
	b)
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	3

	36
	b)
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	3

	37
	c)
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	3

	38
	d)
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	3

	39
	f)
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	3

	40
	e)
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	3

	41
	-
	2496 MHz 
	–
	2690 MHz
	2496 MHz 
	–
	2690 MHz
	3
(NOTE 1)

	42
	-
	3400 MHz 
	–
	3600 MHz
	3400 MHz 
	–
	3600 MHz
	3

	43
	-
	3600 MHz 
	–
	3800 MHz
	3600 MHz 
	–
	3800 MHz
	3

	44
	-
	703 MHz
	–
	803 MHz
	703 MHz
	–
	803 MHz
	3

	45
	-
	1447 MHz
	–
	1467 MHz
	1447 MHz
	–
	1467 MHz
	3

	48
	-
	3550 MHz 
	–
	3700 MHz
	3550 MHz 
	–
	3700 MHz
	3

	50
	-
	1432 MHz
	-
	1517 MHz
	1432 MHz
	-
	1517 MHz
	3

	51
	-
	1427 MHz
	-
	1432 MHz
	1427 MHz
	-
	1432 MHz
	3

	NOTE 1: The band supports NB-IoT


E-UTRA is designed to operate for the carrier aggregation bands defined in Tables 5.5-2, 5.5-3 and 5.5.4 of TS 36.104 [4]. The E-UTRA channel bandwidth BWChannel for a single carrier and the Aggregated Channel Bandwidth BWChannel_CA for E-UTRA carrier aggregation are specified in Section 5.6 of TS 36.104 [4].

The NB-IoT channel bandwidth BWChannel is specified in Section 5.6 of TS 36.104 [4].

<End of changes>
<Start of changes>
4.5.3
Band category 3 aspects (BC3)

For each BC3 band, BC3 requirements for receiver and transmitter shall apply with a frequency offset Foffset, RAT from the Lowest and Highest Carriers to the Base Station RF Bandwidth edges and sub-block edges (if any) as defined in Table 4.5.3-1. 

Table 4.5.3-1:  Foffset, RAT for Band Category 3

	RAT
	Foffset, RAT

	1.4, 3 MHz E-UTRA
	BWChannel /2 + 200 kHz

	5, 10, 15, 20 MHz E-UTRA
	BWChannel /2

	1.28 Mcps UTRA TDD
	1 MHz

	Standalone NB-IoT
	200 kHz


<End of changes>
<Start of changes>
5.3
Band category 3

For all BS operating in bands belonging to Band Category 3, the RF requirements listed in Table 5.3-1 apply for each supported operating band. Requirements apply according to the RAT configuration of the Base Station, as listed in the heading of the table. Some requirements listed in the table may not be mandatory or they may apply only regionally. This is further specified in the clause of each requirement and in Table 4.4-1.

Table 5.3-1: Applicability of requirements for MSR BS operation in Band Category 3

	RF requirement
	BS configured for multi-RAT operation
	BS configured for single-RAT E‑UTRA TDD operation
	BS configured for single-RAT UTRA TDD operation
	BS configured for single-RAT NB-IoT standalone operation

	Base station output power
	6.2.1

6.2.2

6.2.3

6.2.5
	6.2.1

6.2.2

6.2.3
	6.2.1

6.2.5
	6.2.1

6.2.6

	Output power dynamics
	6.3.1

6.3.3
	6.3.1
	6.3.3
	6.3.5

	Transmit ON/OFF power
	6.4
	6.4
	6.4
	6.4

	Transmitted signal quality
	
	

	
Modulation quality
	6.5.1.1

6.5.1.3
	6.5.1.1
	6.5.1.3
	6.5.1.5

	
Frequency error
	6.5.2.1

6.5.2.3
	6.5.2.1
	6.5.2.3
	6.5.2.5

	
Time alignment error
	6.5.3.1

6.5.3.3
	6.5.3.1
	6.5.3.3
	6.5.3.4

	Unwanted emissions
	
	

	
Transmitter spurious emissions
	6.6.1 (except for 6.6.1.1.3 and 6.6.1.2)
	6.6.1 (except for 6.6.1.1.3 and 6.6.1.2)
	6.6.1 (except for 6.6.1.1.3 and 6.6.1.2)
	6.6.1 (except for 6.6.1.1.3)

	Operating band unwanted


emissions
	6.6.2.1
6.6.2.4
	6.6.2.1
6.6.2.4
	6.6.2.1
6.6.2.4
	6.6.2.1

6.6.2.4

	
Occupied bandwidth
	6.6.3
	6.6.3
	6.6.3
	6.6.3

	
ACLR
	6.6.4.1

6.6.4.3
	6.6.4.1
	6.6.4.3
	6.6.4.5

	
Cumulative ACLR
	6.6.4.4 (NOTE 2)
	6.6.4.4 (NOTE 2)
	6.6.4.4 (NOTE 2)
	6.6.4.4 (NOTE 2)

	Transmitter intermodulation
	6.7.1

6.7.3
	6.7.1

6.7.3

6.7.4
	6.7.1

6.7.3
	6.7.1

6.7.3

	Reference sensitivity level
	7.2.1

7.2.3
	7.2.1
	7.2.3
	7.2.5

	Dynamic range
	7.3.1

7.3.3
	7.3.1
	7.3.3
	7.3.5

	In-band selectivity and blocking
	
	

	
Blocking
	7.4.1

7.4.5
	7.4.1

7.4.5
	7.4.1

7.4.5
	7.4.1

	
Narrowband blocking
	7.4.2
	7.4.2
	7.4.2
	7.4.2

	Out-of-band blocking
	7.5
	7.5
	7.5
	7.5

	Receiver spurious emissions
	7.6.1
	7.6.1
	7.6.1
	7.6.1

	Receiver intermodulation
	
	

	
Intermodulation
	7.7.1
	7.7.1
	7.7.1
	7.7.1

	
Narrowband intermodulation
	7.7.2
	7.7.2
	7.7.2
	7.7.2

	In-channel selectivity
	7.8
	7.8
	-
	7.8

	Performance requirements
	8.1

8.3
	8.1
	8.3
	TBD

	Note 1:
For some requirements in BS configured for multi-RAT operation, there is no general MSR multi-RAT requirement. Instead, the requirement is defined by the respective single-RAT requirement for each RAT supported by the BS as referenced in the table. 
NOTE 2:   The requirement in sub-clause 6.6.4.4 is only applied for BS operating in non-contiguous spectrum.


<End of changes>
<Start of changes>
6.6.1.3.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits of Table 6.6.1.3.1-1 for a BS where requirements for co-existence with the system listed in the first column apply. For BS capable of multi-band operation, the exclusions and conditions in the Note column of Table 6.6.1.3.1-1 apply for each supported operating band. For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the exclusions and conditions in the Note column of Table 6.6.1.3.1-1 apply for the operating band supported at that antenna connector.
Table 6.6.1.3.1-1: BS Spurious emissions limits for co-existence with systems operating in other frequency bands

	System type to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 8

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to  BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.1.2.

	DCS1800 
(Note 3)
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 3. 

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.1.2.

	PCS1900
	1930 ‑ 1990 MHz

	-47 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 2, 25, band 36 or band 70.

	
	1850 ‑ 1910 MHz

	-61 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 2 or 25, since it is already covered by the requirement in sub-clause 6.6.1.2.  This requirement does not apply to  BS operating in band 35.

	GSM850 or CDMA850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band 5 or 26. This requirement applies to E-UTRA BS operating in Band 27 for the frequency range 879-894 MHz.

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band 5 or 26, since it is already covered by the requirement in sub-clause 6.6.1.2.  For BS operating in Band 27, it applies 3 MHz below the Band 27 downlink operating band.

	UTRA FDD Band I or 

E-UTRA Band 1 
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 1 or 65, 

	
	1920 - 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 1 or 65, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band II or 

E-UTRA Band 2
	1930 - 1990 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 2, 25 or 70.  

	
	1850 - 1910 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 2 or 25, since it is already covered by the requirement in sub-clause 6.6.1.2

	UTRA FDD Band III or 

E-UTRA Band 3 
(Note 3)
	1805 - 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3 or 9.

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.1.2. 

For BS operating in band 9, it applies for 1710 MHz to 1749.9 MHz and 1784.9 MHz to 1785 MHz, while the rest is covered in sub-clause 6.6.1.2.

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 4, 10 or 66

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 4, 10 or 66, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band V or 

E-UTRA Band 5
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 5 or 26. This requirement applies to E-UTRA BS operating in Band 27 for the frequency range 879-894 MHz.

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 5 or 26, since it is already covered by the requirement in sub-clause 6.6.1.2.  For BS operating in Band 27, it applies 3 MHz below the Band 27 downlink operating band.

	UTRA FDD Band VI, XIX or 

E-UTRA Band 6, 18, 19
	860 - 890 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 6, 18, 19

	
	815 - 830 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 18 since it is already covered by the requirement in sub-clause 6.6.1.2.

	
	830 - 845 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 6, 19, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 7.

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 7, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band VIII or 

E-UTRA Band 8
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 8.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3 or 9.

	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3 or 9, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 4, 10 or 66

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 10 or 66, since it is already covered by the requirement in sub-clause 6.6.1.2. For BS operating in Band 4, it applies for 1755 MHz to 1770 MHz, while the rest is covered in sub-clause 6.6.1.2.

	UTRA FDD Band XI or XXI or 

E-UTRA Band 11 or 21
	1475.9 - 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 11, 21, 32, 50, 74 or 75

	
	1427.9 - 1447.9 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 11 or 74, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 32, 50, 51, 75 or 76.

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 21 or 74, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 32, 50 or 75.

	UTRA FDD Band XII or 

E-UTRA Band 12
	729 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 12.

	
	699 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 12, since it is already covered by the requirement in sub-clause 6.6.1.2. For BS operating in Band 29, it applies 1 MHz below the Band 29 downlink operating band (Note 7)

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 13.

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 13, since it is already covered by the requirement in sub-clause 6.6.1.2.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 14.

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 14, since it is already covered by the requirement in sub-clause 6.6.1.2.

	 E-UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 17.

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 17, since it is already covered by the requirement in subclause 6.6.1.2. For BS operating in Band 29, it applies 1 MHz below the Band 29 downlink operating band (Note 7)

	UTRA FDD Band XX or 

E-UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20 or 28.

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20, since it is already covered by the requirement in subclause 6.6.1.2.

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 22, 42, 48 or 49.

	
	3410 – 3490 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 22, since it is already covered by the requirement in subclause 6.6.1.2. This requirement does not apply to Band 42.

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 24.

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 24, since it is already covered by the requirement in subclause 6.6.1.2.

	UTRA FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 2, 25 or 70.  

	
	1850 - 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 25, since it is already covered by the requirement in sub-clause 6.6.1.2. For BS operating in Band 2, it applies for 1910 MHz to 1915 MHz, while the rest is covered in sub-clause 6.6.1.2.

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 5 or 26. This requirement applies to E-UTRA BS operating in Band 27 for the frequency range 879-894 MHz.

	
	814 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 26, since it is already covered by the requirement in sub-clause 6.6.1.2. For BS operating in Band 5, it applies for 814 MHz to 824 MHz, while the rest is covered in sub-clause 6.6.1.2.  For BS operating in Band 27, it applies 3 MHz below the Band 27 downlink operating band.

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in bands 5, 26 or 27.

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 27, since it is already covered by the requirement in subclause 6.6.1.2.  For BS operating in Band 26, it applies for 807 MHz to 814 MHz, while the rest is covered in sub-clause 6.6.1.2.  This requirement also applies to BS operating in Band 28, starting 4 MHz above the Band 28 downlink operating band (Note 6).

	E-UTRA Band 28
	758 - 803 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20, 28, 44, 67 or 68.

	
	703 - 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 28, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in Band 44. For BS operating in Band 67, it applies for 703-736MHz. For E-UTRA BS operating in Band 68, it applies for 728MHz to 733MHz.

	E-UTRA Band 29
	717 – 728 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band 29

	E-UTRA Band 30
	2350 - 2360 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 30 or 40.

	
	2305 - 2315 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 30, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in Band 40.

	E-UTRA Band 31
	462.5 – 467.5 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, 72 or 73.

	
	452.5 – 457.5 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 72 or 73.

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 - 1496 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 11, 21, 32, 50, 74 or 75.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 33 

	UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band  35

	UTRA TDD Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 2, 25 or 36

	UTRA TDD Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-52 dBm
	1 MHz
	This is not applicable to  BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 38 or 69. 

	UTRA TDD Band f) or E-UTRA Band 39
	1880  – 1920MHz
	-52 dBm
	1 MHz
	This is not applicable to  BS operating in Band 39

	UTRA TDD Band e) or E-UTRA Band 40
	2300  – 2400MHz
	-52 dBm
	1 MHz
	This is not applicable to  BS operating in Band 30 or 40

	E-UTRA Band 41
	2496  – 2690MHz
	-52 dBm
	1 MHz
	This is not applicable to  BS operating in Band 41

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42 43, 48 or 49

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 42, 43, 48 or 49

	E-UTRA Band 44
	703 - 803 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 28 or 44

	E-UTRA Band 45
	1447 - 1467 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 45

	E-UTRA Band 46
	5150 - 5925 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 46

	E-UTRA Band 47
	5855 - 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 48
	3550 - 3700 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48, or 49.

	E-UTRA Band 49
	3550 - 3700 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48 or 49.

	E-UTRA Band 50
	1432 - 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 11, 21, 32, 45, 50, 51, 74, 75 or 76.

	E-UTRA Band 51
	1427 - 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 50, 51, 75 or 76.

	E-UTRA Band 65
	2110 - 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 1 or 65, 

	
	1920 - 2010 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 65, since it is already covered by the requirement in sub-clause 6.6.1.2.
For BS operating in Band 1, it applies for 1980 MHz to 2010 MHz, while the rest is covered in sub-clause 6.6.1.2.

	E-UTRA Band 66
	2110 - 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 4, 10, 23 or 66.

	
	1710 - 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 66, since it is already covered by the requirement in sub-clause 6.6.1.2. For BS operating in Band 4, it applies for 1755 MHz to 1780 MHz, while the rest is covered in sub-clause 6.6.1.2. For BS operating in Band 10, it applies for 1770 MHz to 1780 MHz, while the rest is covered in sub-clause 6.6.1.2.

	E-UTRA Band 67
	738 – 758 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 28 or 67.

	E-UTRA Band 68
	753 -783 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 28, or 68.

	
	698-728 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 68, since it is already covered by the requirement in sub-clause 6.6.1.2. For E-UTRA BS operating in Band 28, it applies between 698 MHz and 703 MHz, while the rest is covered in sub-clause 6.6.1.2.

	E-UTRA Band 69
	2570 - 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 38 or 69.

	E-UTRA Band 70
	1995 - 2020 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2, 25 or 70

	
	1695 – 1710 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 70, since it is already covered by the requirement in sub-clause 6.6.1.2

	E-UTRA Band 71
	617 – 652 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 71

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 71, since it is already covered by the requirement in sub-clause 6.6.1.2

	E-UTRA Band 72
	461 - 466 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, 72 or 73.

	
	451 - 456 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 72, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 73.

	E-UTRA Band 73
	460 - 465 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, 72 or 73.

	
	450 - 455 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band 73, since it is already covered by the requirement in sub-clause 6.6.1.2.

	E-UTRA Band 74
	1475 – 1518 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11, 21, 32, 50, 74 or 75.

	
	1427 – 1470 MHz
	-49 dBm
	1MHz
	This requirement does not apply to E-UTRA BS operating in Band 74, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 32, 45, 50, 51, 75 or 76.

	E-UTRA Band 75
	1432 - 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 11, 21, 32, 45, 50, 51, 74, 75 or 76.

	E-UTRA Band 76
	1427 - 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 50, 51, 75 or 76.

	NOTE 5:
Void


NOTE 1:
As defined in the scope for spurious emissions in this subclause, except for the cases where the noted requirements apply to a BS operating in Band 25, Band 27, Band 28 or Band 29, the co-existence requirements in Table 6.6.1.3.1-1 do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see Tables 4.5-1 and 4.5-2). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
Table 6.6.1.3.1-1 assumes that two operating bands, where the frequency ranges in Table 4.5-1 or Table 4.5-2 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
For the protection of DCS1800, UTRA Band III or E-UTRA Band 3 in China, the frequency ranges of the downlink and uplink protection requirements are 1805 – 1850 MHz and 1710 – 1755 MHz respectively.

NOTE 4:
TDD base stations deployed in the same geographical area, that are synchronized and use the same or adjacent operating bands can transmit without additional co-existence requirements. For unsynchronized base stations (except in Band 46), special co-existence requirements may apply that are not covered by the 3GPP specifications. 

NOTE 6:
For Band 28 BS, specific solutions may be required to fulfil the spurious emissions limits for BS for co-existence with Band 27 UL operating band.

NOTE 7:
For Band 29 BS, specific solutions may be required to fulfil the spurious emissions limits for BS for co-existence with UTRA Band XII or E-UTRA Band 12 UL operating band or E-UTRA Band 17 UL operating band.

The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest BS transmitter frequency of the downlink operating band and 10 MHz above the highest BS transmitter frequency of the downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.1.3.1-2: BS Spurious emissions limits for BS for co-existence with PHS

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	1884.5 ‑ 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable for co-existence with PHS system operating in  1884.5-1915.7MHz 

	NOTE:
The requirement is not applicable in China.


The following requirement may apply to E-UTRA, E-UTRA with NB-IoT and NB-IoT BS operating in Band 41 in certain regions. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.1.3.1-3: Additional BS Spurious emissions limits for Band 41
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	2505MHz – 2535MHz
	-42dBm
	1 MHz
	

	2535MHz – 2655MHz
	-22dBm
	1 MHz
	Applicable at offsets ≥ 250% of channel bandwidth from carrier frequency

	
	
	
	

	NOTE: 
This requirement applies for 10 or 20 MHz E-UTRA carriers allocated within 2545-2575MHz or 2595-2645MHz.


The following requirement may apply to BS operating in Band 30 in certain regions. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.1.3.1-4: Additional BS Spurious emissions limits for Band 30
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	2200MHz – 2345MHz
	-45dBm
	1 MHz
	

	2362.5MHz – 2365MHz
	-25dBm
	1 MHz
	

	2365MHz – 2367.5MHz
	-40dBm
	1 MHz
	

	2367.5MHz – 2370MHz
	-42dBm
	1 MHz
	

	2370MHz – 2395MHz
	-45dBm
	1 MHz
	


The following requirement may apply to BS operating in Band 48 in certain regions. The power of any spurious emission shall not exceed:

Table 6.6.1.3.1-5: Additional BS Spurious emissions limits for Band 48
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	3530MHz – 3720MHz
	-25dBm
	1 MHz
	Applicable 10MHz from the assigned channel edge 

	3100MHz – 3530MHz

3720MHz – 4200MHz
	-40dBm
	1 MHz
	


In addition to the requirements in subclauses 6.6.1.1, 6.6.1.2 and above in the present subclause, the BS may have to comply with the applicable emission limits established by FCC Title 47 [8], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.

6.6.1.4
Co-location with other base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA, E-UTRA with NB-IoT and/or NB-IoT BS are co-located with a BS.

The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with base stations of the same class.

NOTE:
For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base
<End of changes>
<Start of changes>
6.6.2.1
General minimum requirement for Band Categories 1 and 3

For a Wide Area BS operating in Band Category 1 or Band Category 3 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a Wide Area BS operating in non-contiguous spectrum, it applies inside any sub-block gap. In addition, for a Wide Area BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.

For a Medium Range BS operating in Band Category 1 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a Medium Range BS operating in non-contiguous spectrum, it applies inside any sub-block gap. In addition, for a Medium Range BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.

For a Local Area BS operating in Band Category 1 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a Local Area BS operating in non-contiguous spectrum, it applies inside any sub-block gap. In addition, for a Local Area BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.

Outside the Base Station RF Bandwidth edges, emissions shall not exceed the maximum levels specified in Tables 6.6.2.1-1 to 6.6.2.1-4 below, where:

-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a BS operating in multiple bands, inside any Inter RF Bandwidth gaps with Wgap < 20 MHz, emissions shall not exceed the cumulative sum of the minimum requirements specified at the Base Station RF Bandwidth edges on each side of the Inter-RF Bandwidth gap. The minimum requirement for Base Station RF Bandwidth edge is specified in Table 6.6.2.1-1 to 6.6.2.1-4 below, where in this case:
-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the inter Base Station RF Bandwidth gap minus half of the bandwidth of the measuring filter.
-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For BS capable of multi-band operation where multiple bands are mapped on the same antenna connector, the operating band unwanted emission limits apply also in a supported operating band without any carriers transmitted, in the case where there are carriers transmitted in other operating band(s). In this case where there is no carrier transmitted in an operating band, the operating band unwanted emission limit, as defined in the tables of the present subclause for the largest frequency offset ((fmax), of a band where there is no carrier transmitted shall apply from 10 MHz below the lowest frequency, up to 10 MHz above the highest frequency of the supported downlink operating band without any carrier transmitted. And no cumulative limits are applied in the inter-band gap between a supported downlink band with carrier(s) transmitted and a supported downlink band without any carrier transmitted.
Inside any sub-block gap for a BS operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the minimum requirements specified for the adjacent sub blocks on each side of the sub block gap. The minimum requirement for each sub block is specified in Tables 6.6.2.1-1 to 6.6.2.1-4 below, where in this case:

-
(f is the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.

-
f_offset is the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth minus half of the bandwidth of the measuring filter.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Table 6.6.2.1-1: Wide Area operating band unwanted emission mask (UEM) for BC1 and BC3
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.2 MHz
	0.015MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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 (Note 4)
	30 kHz 

	(Note 6)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm (Note 4)
	30 kHz 

	1 MHz ( (f ( 

min((fmax, 10 MHz) 
	1.5 MHz ( f_offset < min(f_offsetmax, 10.5 MHz)
	-13 dBm (Note 4)
	1 MHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 4, 8)
	1 MHz 

	NOTE 1:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -15dBm/MHz (for MSR BS supporting multi-band operation, either this limit or -16dBm/100kHz with correspondingly adjusted f_offset shall apply for this frequency offset range for operating bands <1GHz).

NOTE 2:
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 

NOTE 3:
For operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.1-1a apply for 0 MHz ( (f < 0.15 MHz.

NOTE 4:
For MSR BS supporting multi-band operation, either this limit or -16dBm/100kHz with correspondingly adjusted f_offset, whichever is less stringent, shall apply for operating bands <1GHz.


Table 6.6.2.1-1a: Wide Area operating band unwanted emission limits for operation in BC1 and BC3 with standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2, 3, 4)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1: 
The limits in this table only apply for operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge.

NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.

NOTE 4:
In case the carrier adjacent to the RF bandwidth edge is a standalone NB-IoT carrier, the value of X = PNB-IoTcarrier – 43, where PNB-IoTcarrier is the power level of the standalone NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


<End of changes>
<Start of changes>
7.4.5

Additional BC3 blocking minimum requirement

The interfering signal is a 1.28 Mcps UTRA TDD modulated signal as specified in Annex A.

The requirement is always applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 4.8 MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.5‑1, the following requirements shall be met:

-
For any E-UTRA, E-UTRA with NB-IoT and/or NB-IoT TDD carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.

Table 7.4.5-1: Additional blocking requirement for Band Category 3
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge [MHz]

	33 - 40
	(FUL_low - 20)
	to
	(FUL_high + 20)
	-40, 
	PREFSENS + 6 dB*
	±2.4

	NOTE*: 
PREFSENS depends on the RAT and on the channel bandwidth, see section 7.2.


<End of changes>
3GPP
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