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Introduction
MSD analysis of EN-DC CA_2A-n71A with B71 Rx 3rd order harmonic mixing was approved in R4-1801130 in the RAN4#AH-1801 meeting [1]. The uplink configuration was missing in the TP, this contribution provides uplink configuration for it.
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6.74
DC_2A-n71A
<<<  Unchanged sections omitted  >>>

6.74.5.2
Band n71 MSD
The reference sensitivity of Band n71 is reused from Band 71 in LTE CA_2A-71A.  Although the NR spectrum utilization in Band n71 is larger than the LTE spectrum utilization in Band 71, the reference sensitivity of Band n71 is dominated by the harmonic mixing noise.  Therefore, the slight increase in thermal noise and Tx noise due to higher spectrum utilization in Band n71 is insignificant in comparison.  

Table 6.74.5.2-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions due to harmonic issue)
	Channel bandwidth

	EN-DC Configuration
	EUTRA and NR band
	SCS (kHz)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	DC_2A-n71A15,16
	2
	15
	-98
	-95
	-93.2
	-92
	FDD

	
	n71
	15
	-70.4
	-70.4
	-70.4
	-70.4
	

	NOTE 15: These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel’s transmission bandwidth of an aggressor (higher) band.

NOTE 16: The requirements should be verified for UL EARFCN of the aggressor (higher) band (superscript HB) such that 
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 the carrier frequency in the victim (lower) band and [image: image4.wmf]HB
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 the channel bandwidth configured in the higher band.




Table 6.74.5.2-2: Uplink configuration for the low band (exceptions due to harmonic issue)

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EN-DC Configuration
	UL band
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	DC_2A-n71A
	2
	15
	25
	50
	50
	50
	FDD
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