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<Start of changed request>
5.3
UE channel bandwidth

5.3.1
General

The UE  channel bandwidth supports a single NR RF carrier in the uplink or downlink at the UE. From a BS perspective, different UE channel bandwidths may be supported within the same spectrum for transmitting to and receiving from UEs connected to the BS. Transmission of multiple carriers to the same UE (CA) or multiple carriers to different UEs within the BS channel bandwidth can be supported. 

From a UE perspective, the UE is configured with one or more BWP / carriers, each with its own UE channel bandwidth. The UE does not need to be aware of the BS channel bandwidth or how the BS allocates bandwidth to different UEs.

The placement of the UE channel bandwidth for each UE carrier is flexible but can only be completely within the BS channel bandwidth. 

5.3.2
Maximum transmission bandwidth configuration

The maximum transmission bandwidth configuration NRB for each UE channel bandwidth and subcarrier spacing is specified in Table 5.3.2-1.

Table 5.3.2-1: Maximum transmission bandwidth configuration NRB
	SCS (kHz)
	5MHz
	10MHz
	15MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	[160]
	216
	270
	N/A
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	[78]
	106
	133
	162
	217
	[245]
	273

	60
	N/A
	11
	18
	24
	31
	[38]
	51
	65
	79
	107
	[121]
	135


5.3.3
Minimum guardband and transmission bandwidth configuration

The minimum guardband for each UE channel bandwidth and SCS is specified in Table 5.3.3-1 The relationship between the channel bandwidth, the guardband and the transmission bandwidth configuration is shown in Figure 5.3.3-1.

Table 5.3.3-1: Minimum guardband for each UE channel bandwidth and SCS (kHz)

	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	[592.5]
	552.5
	692.5
	N/A
	N/A
	N/A
	N/A

	30
	505
	665
	645
	805
	785
	[945]
	905
	1045
	825
	925
	[885]
	845

	60
	N/A
	1010
	990
	1330
	1310
	[1290]
	1610
	1570
	1530
	1450
	[1410]
	1370


NOTE:
The minimum guardbands have been calculated using the following equation: (CHBW x 1000 (kHz) - RB value x SCS x 12) / 2 - SCS/2, where RB values are from Table 5.3.2-1.
<Omit of changed request>
5.3.5
UE channel bandwidth per operating band

The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the TX and RX path.

Table 5.3.5-1 Channel Bandwidths for Each NR band

	
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS

kHz
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes3
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes3
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS.

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink.


<Omit of changed request>
5.5C
Configurations for SUL

Table 5.5C-1: Supported channel bandwidths per SUL band combination

	SUL configuration
	NR Band
	Subcarrier spacing

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90

MHz
	100 MHz

	SUL_n78A-n80A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	SUL_n78A-n81A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	SUL_n78A-n82A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	SUL_n78A-n83A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	SUL_n78A-n84A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	SUL_n78A-n86A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	SUL_n79A-n80A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	SUL_n79A-n81A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	


<Omit of changed request>
6.3
Output power dynamics

Detailed structure of the subclause is TBD.

6.3.1
Minimum output power

The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.

The minimum output power is defined as the mean power in [one sub-frame] [TBD ms]. The minimum output power shall not exceed the values specified in Table 6.3.1-1. 
Table 6.3.1-1: Minimum output power

	Channel bandwidth

(MHz)
	Minimum output power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-40
	

	10
	-40
	

	15
	-40
	

	20
	-40
	

	25
	-39
	

	30
	-38.2
	

	40
	-37
	

	50
	-36
	

	60
	-35.2
	

	80
	-34
	

	90
	-33.5
	

	100
	-33
	


6.3.2
Transmit OFF power

Transmit OFF power is defined as the mean power in the channel bandwidth when the transmitter is OFF. The transmitter is considered OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During DTX and measurements gaps, the transmitter is not considered OFF.

[The transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1ms) excluding any transient periods.] The transmit OFF power shall not exceed the values specified in Table 6.3.2-1.

Table 6.3.2-1: Transmit OFF power

	Channel bandwidth

(MHz)
	Transmit OFF power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-50
	

	10
	-50
	

	15
	-50
	

	20
	-50
	

	25
	-50
	

	30
	-50
	

	40
	-50
	

	50
	-50
	

	60
	-50
	

	80
	-50
	

	90
	-50
	

	100
	-50
	


<Omit of changed request>
6.5
Output RF spectrum emissions

6.5.1
Occupied bandwidth

Occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel. The occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.5.1-1

Table 6.5.1-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	Channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100


6.5.2
Out of band emission

6.5.2.1
GeneralThe Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an adjacent channel leakage power ratio.

To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.2
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned NR channel bandwidth. For frequencies greater than (ΔfOOB) the spurious requirements in subclause 6.5.3 are applicable.

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

The power of any UE emission shall not exceed the levels specified in Table 6.5.2.2-1 for the specified channel bandwidth.

Table 6.5.2.2-1: NR General spectrum emission mask 

	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90

MHz
	100

MHz
	Measurement bandwidth

	± 0-1
	-15
	-18
	-20
	-21
	-22
	-23
	-24
	-24
	-24
	-24
	-24
	-24
	30 kHz

	± 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	± 5-6
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	

	± 6-10
	-25
	
	
	
	
	
	
	
	
	
	
	
	

	± 10-15
	
	-25
	
	
	
	
	
	
	
	
	
	
	

	± 15-20
	
	
	-25
	
	
	
	
	
	
	
	
	
	

	± 20-25
	
	
	
	-25
	
	
	
	
	
	
	
	
	

	± 25-30
	
	
	
	
	-25
	
	
	
	
	
	
	
	

	± 30-35
	
	
	
	
	
	-25
	
	
	
	
	
	
	

	± 35-40
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 40-45
	
	
	
	
	
	
	-25
	
	
	
	
	
	

	± 45-50
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 50-55
	
	
	
	
	
	
	
	-25
	
	
	
	
	

	± 55-60
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 60-65
	
	
	
	
	
	
	
	
	-25
	
	
	
	

	± 65-80
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 80-85
	
	
	
	
	
	
	
	
	
	-25
	
	
	

	± 85-90
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 90-95
	
	
	
	
	
	
	
	
	
	
	-25
	
	

	± 95-100
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 100-105
	
	
	
	
	
	
	
	
	
	
	
	-25
	


<Omit of changed request>
6.5.2.3.2
Requirements for network signalled value "NS_04"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

The n41 SEM transition point from -13 dBm/MHz to -25 dBm/MHz is based on the emission bandwidth. The emission bandwidth is defined as the width of the signal between two points, one below the carrier center frequency and one above the carrier center frequency, outside of which all emissions are attenuated at least 26 dB below the transmitter power.  Since the 26 dB emission bandwidth is implementation dependent, the transmission bandwidths occupied by RBs is used for the SEM.

Table 6.5.2.3.2-1: n41 transmission bandwidths for CP-OFDM
	SCS [kHz]
	Channel bandwidths [MHz]

	
	10
	15
	20
	40
	50
	60
	80
	90
	100

	15
	9.36
	14.22
	19.08
	38.88
	48.6
	N.A
	N.A
	N.A
	N.A

	30
	8.64
	13.68
	18.36
	38.16
	47.88
	58.32
	78.12
	[88.02]
	98.28

	60
	7.92
	12.96
	17.28
	36.72
	46.8
	56.88
	77.04
	[87.12]
	97.20


Table 6.5.2.3.2-2: n41 transmission bandwidths for DFT-S-OFDM
	SCS [kHz]
	Channel bandwidths [MHz]

	
	10
	15
	20
	40
	50
	60
	80
	90
	100

	15
	9.00
	13.50
	18.00
	38.88
	48.60
	N/A
	N/A
	N/A
	N/A

	30
	8.64
	12.96
	18.00
	36.00
	45.00
	58.32
	77.76
	[87.48]
	97.20

	60
	7.20
	12.96
	17.28
	36.00
	46.08
	54.00
	72.00
	[77.76]
	97.20


When "NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.2-1.
Table 6.5.2.3.2-3: n41 SEM with NS_04
	
	Spectrum emission limit (dBm) / measurement bandwidth 

for each channel bandwidth

	ΔfOOB
MHz
	10 
MHz
	15 
MHz
	20 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	80 
MHz
	90 
MHz
	100 
MHz
	Measurement
bandwidth

	± 0 - 1
	-18
	-20
	-21
	-24
	-25
	30 kHz

	± 1 - 5
	-10
	1 MHz

	± 5 - X
	-13
	

	± X - (BWChannel + 5 MHz)
	-25
	

	Note 1: X is defined in Table 6.5.2.3.2-1 for CP-OFDM and 6.5.2.3.2-2 for DFT-S-OFDM


6.5.2.4
Adjacent channel leakage ratio

Adjacent channel leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. 

6.5.2.4.1
NR ACLR

NR adjacent channel leakage power ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing. 

The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1. 

If the measured adjacent channel power is greater than [–50dBm] then the NRACLR shall be higher than the value specified in Table 6.5.2.4.1-2.

Table 6.5.2.4.1-1: NR ACLR measurement bandwidth

	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	NR ACLR measurement bandwidth
	4.515
	9.375
	14.235
	19.095
	23.955
	[28.815]
	38.895
	48.615
	58.35
	78.15
	[88.23]
	98.31


Table 6.5.2.4.1-2: NR ACLR requirement

	
	Power class 1
	Power class 2
	Power class 3

	NR ACLR
	
	31 dB
	30 dB


<Omit of changed request>
6.5.3.3
Additional spurious emissions
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

6.5.3.3.1
Minimum requirement (network signalled value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.1-1: Additional requirements
	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10, 15, 20, 40, 50, 60, 80, 90, 100 MHz
	

	2495 ≤ f < 2496
	-13
	1% of Channel BW

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz


<Omit of changed request>
7.3
Reference sensitivity

7.3.1
General

The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

In later subclauses of Section 7 where the value of REFSENS is used as a reference to set the corresponding requirement:

-
in all bands, the UE shall be verified against those requirements by applying the REFSENS value in Table 7.3-1 with 2 Rx antenna ports tested; 

-
for bands where the UE is required to be equipped with 4 Rx antenna ports, the UE shall additionally be verified against those requirements by applying the resulting REFSENS value derived from the requirement in Table 7.3-2 with 4 Rx antenna ports tested.

7.3.2
Reference sensitivity power level

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3-1 and Table 7.3-2

Table 7.3-1: Two antenna port reference sensitivity QPSK PREFSENS 

	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	90

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n2
	15
	[-98.0]
	[-94.8]
	[-93.0]
	[-91.8]
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.1]
	[-93.1]
	[-92.0]
	
	
	
	
	
	
	
	
	

	
	60
	
	[-95.5]
	[-93.4]
	[-92.2]
	
	
	
	
	
	
	
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	
	
	
	
	
	
	

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	
	
	
	
	
	
	

	n5
	15
	-98.0
	-94.8 
	  -93.0 
	-90.8 
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-91.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	

	n8
	15
	-97.0
	-93.8
	-92.0
	-90.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-90.2
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	[-97.0]
	[-93.8]
	[-91.0]
	[-89.8]
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-91.1]
	[-90.0]
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	[-98.5]
	[-95.5]
	[-93.5]
	[-90.8]
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.6]
	[-93.6]
	[-91.0]
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n411
	15
	
	-94.8
	-93.0
	-91.8
	
	
	-88.6
	-87.6
	
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	-88.7
	-87.7
	-86.9
	-85.6
	-85.1
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	-88.9
	-87.8
	-87.1
	-85.6
	-85.1
	-84.7
	

	n50
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	-90.6
	-89.6
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	-90.7
	-89.7
	-88.9
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	
	
	
	

	n771
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	
	-85.2
	

	n781
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n791
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	
	-85.7
	

	NOTE 1: Four Rx antenna ports shall be the baseline for this operating band

NOTE 2:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3-2 for the applicable operating bands.

Table 7.3-2: Four antenna port reference sensitivity allowance ΔRIB,4R

	Operating band
	ΔRIB,4R (dB)

	n7, n38, n41
	-2.7

	n77, n78, n79
	-2.2


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3-1 and Table 7.3-2 shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3-3.

Table 7.3-3: Uplink configuration for reference sensitivity

	Operating band / SCS / Channel bandwidth / Duplex mode

	Operating Band
	SCS kHz
	5

MHz

	10

MHz

	15

MHz

	20

MHz

	25

MHz

	30 MHz
	40

MHz
	50

MHz
	60

MHz

	80

MHz

	90

MHz
	100 MHz

	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	1011
	
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501 
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	
	
	
	
	
	
	

	n5
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101 
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	
	
	
	
	
	
	
	
	

	n8
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n41
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2431
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	1081
	135
	

	n50
	15
	25
	501
	751
	1001
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	NOTE 3
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	
	
	216
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	1001
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	501
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	-
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	-
	51
	51
	51
	
	
	
	
	
	
	
	
	

	n77
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	
	2701
	

	
	60
	-
	101
	18
	24
	
	
	501
	641
	751
	1001
	
	135
	

	n77 (3.8 to 4.2 GHz)
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	
	135
	

	n78
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2431
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	1081
	135
	

	n79
	15
	
	
	
	
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	1001
	1281
	162
	2161
	
	2701
	

	
	60
	
	
	
	
	
	
	501
	641
	751
	1001
	
	135
	

	NOTE 1:
1 Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).

NOTE 2:
2 refers to Band 20; for 15kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;

NOTE 3:
For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest duplex distance shall be used.


<Omit of changed request>
7.3A.4
Reference sensitivity exceptions due to UL harmonic interference for CA
Sensitivity degradation is allowed for a band in frequency range 1 if it is impacted by UL harmonic interference from another band in frequency range 1 of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.4-1 with uplink configuration specified in Table 7.3A.4-2.
Table 7.3A.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n3
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n28
	n781,2
	
	[10.4]
	[8.9]
	[7.8]
	
	
	[4.7]
	[3.7]
	[3]
	[1.7]
	[1.2]
	[0.7]

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.


Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1 

	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz


	10 MHz


	15 MHz


	20 MHz


	25 MHz
	30 MHz
	40 MHz


	50 MHz


	60 MHz


	80 MHz


	90 MHz


	100 MHz



	n3
	n78
	
	26
	39
	53
	
	
	106
	133
	160
	
	
	

	n28
	n78
	5
	10
	15
	20
	
	
	
	
	
	
	
	


For unsynchronized operation, Rx de-sensing in one band will be caused by another band due to lack of isolation in the band filters. Reference sensitivity exceptions for cross band are specified in Table 7.3A.4-3 with uplink configuration specified in Table 7.3A.4-4.
Table 7.3A.4-3: MSD for the CA configuration for asynchronous operation and cross band
	Channel bandwidth

	NR CA Configuration
	NR band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100
MHz
	Duplex mode

	CA_n41A-n78A
	n41
	
	-90.3
	-88.5
	-87.3
	-84.1
	-83.1
	
	
	
	
	TDD

	
	n78 SCS =30 kHz
	
	-87.8
	-85.8
	-84.6
	-81.4
	-80.4
	-79.6
	-78.3
	
	-77.3
	TDD


Table 7.3A.4-4: Harmonic mixing MSD

	NR Band / Channel bandwidth / NRB / Duplex mode

	NR CA 

Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	Source of IMD

	CA_n41A-n78A1
	n41
	24962
	20
	100
	2496
	10.4
	TDD
	Harmonic mixing

	
	n78
	37442
	10
	25
	3744
	NA
	TDD
	N/A

	CA_n41A-n78A1
	n41
	25342
	20
	100
	2534
	10.4
	TDD
	Harmonic mixing

	
	n78
	38002
	10
	25
	3800
	NA
	TDD
	N/A

	NOTE 1:  2x n78 Tx = 3x n41 Rx

NOTE 2:  All channel frequencies between those specified also are de-sense the same amount. 




7.3B

Reference sensitivity for DC

7.3C

Reference sensitivity for SUL
7.3C.1
General
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

7.3C.2
Reference sensitivity power level
For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table 7.3-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3-3 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C-1.

Table 7.3C-1: Supplementary Uplink configuration for reference sensitivity
	Downlink band/ Uplink band / Channel bandwidth / NRB

	Downlink band
	Uplink band
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	n78
	n80
	25
	52
	79
	106

	n78
	n81
	25
	52
	79
	106

	n78
	n82
	25
	52
	79
	106

	n78
	n83
	25
	52
	79
	106

	n78
	n84
	25
	52
	79
	106

	n78
	n86
	25
	52
	79
	106

	n79
	n80
	25
	52
	79
	106

	n79
	n81
	25
	52
	79
	106

	
	
	
	
	
	

	
	
	
	
	
	


For the UE that supports any of the SUL operation given in Table 7.3C-2, exceptions to the requirements specified in Table 7.3-1are allowed when the uplink is active in a lower frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3C-2. For these exceptions, the UE shall meet the requirements specified in Table 7.3C-2 and Table 7.3C-3.

Table 7.3C-2: Reference sensitivity for SUL operation (exceptions due to harmonic issue)
	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n80
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	
	
	
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n82
	n784,5
	
	10.8
	9.1
	8
	
	
	6
	
	
	
	
	

	n81
	n781,2
	
	10.8
	9.1
	8
	
	
	5.1
	4.2
	3.5
	2.3
	
	1.4

	n81
	n786,7
	
	[10.4]
	[8.9]
	[7.8]
	
	
	[4.7]
	[3.7]
	[3]
	[1.7]
	[1.2]
	[0.7]

	n86
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	
	
	
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n81
	n796,7
	
	
	
	
	
	
	[6.8]
	6.2
	[5.6]
	4.9
	
	4.4

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 the channel bandwidth configured in the lower band.
NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.

NOTE 4:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 5:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 the channel bandwidth configured in the lower band.

NOTE 6:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
[image: image23.wmf]ë

û

1

.

0

5

.

0

/

HB

DL

LB

UL

f

f

=

in MHz and 
[image: image24.wmf]__

/2/2

LBLBLBLBLB

ULlowChannelULULhighChannel

FBWfFBW

+££-

 with[image: image25.wmf]HB

DL

f

 carrier frequency in the victim (higher) band in MHz and [image: image26.wmf]LB

Channel

BW

 the channel bandwidth configured in the lower band.

NOTE 7:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.



Table 7.3C-3: Supplementary Uplink configuration (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz (NRB)
	10 MHz (NRB)
	15 MHz (NRB)
	20 MHz (NRB)
	25 MHz (NRB)
	30 MHz (NRB)
	40 MHz (NRB)
	50 MHz (NRB)
	60 MHz (NRB)
	80 MHz (NRB)
	90 MHz (NRB)
	100 MHz (NRB)

	n80
	n78
	
	25
	36
	50
	
	
	100
	
	
	
	
	

	n81
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n81
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	25
	25

	n83
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n86
	n78
	
	26
	39
	53
	
	
	100
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	


<Omit of changed request>
7.3D
Reference sensitivity for UL-MIMO

For UE with two transmitter antenna connectors in closed-loop spatial multiplexing scheme, the minimum requirements specified in subclause 7.3 shall be met with the UL-MIMO configurations described in sub-clause 6.2D.1. For UL-MIMO, the parameter PUMAX is the total transmitter power over the two transmits power over the two transmit antenna connectors.
7.4
Maximum input level

Maximum input level is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel. The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.4-1.

Table 7.4-1: Maximum input level

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100
MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-252
	-242
	-232
	-222
	-212
	-202

	
	
	-273
	-263
	-253
	-243
	-233
	-223

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3-3 with PCMAX_L as defined in subclause 6.2.4.

NOTE 2:
Reference measurement channel is [TBD] for 64-QAM.

NOTE 3:
Reference measurement channel is [TBD] for 256-QAM.


<Omit of changed request>
7.5
Adjacent channel selectivity 

Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

The UE shall fulfil the minimum requirements specified in Table 7.5-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and the minimum requirements specified in Table 7.5-2. for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5-3 and Table 7.5-4 for verification of the requirements specified in Table 7.5-1 and as in Table 7.5-5, and Table 7.5-6 for verification of the requirements specified in Table 7.5-2. For these test parameters, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)]. For operating bands with an unpaired DL part (as noted in [Table 5.5-1]), the requirements only apply for carriers assigned in the paired part. 

Table 7.5-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	ACS
	dB
	[33]
	[33]
	[30]
	[27]
	[26]

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	ACS
	dB
	[25.5]
	[24]
	[23]
	[22.5]
	[21]

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	ACS
	dB
	[20.5]
	[20]
	
	
	


Table 7.5-2: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	ACS
	dB
	[33]
	[33]
	[33]
	[33]
	[33]

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	ACS
	dB
	[33]
	[33]
	[33]
	[33]
	


Table 7.5-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB
	REFSENS + [45.5] dB
	REFSENS + [42.5] dB
	REFSENS + [39.5] dB
	REFSENS + [38.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB



	Pinterferer
	dBm
	REFSENS + [38] dB
	REFSENS + [36.5] dB
	REFSENS + [35.5] dB
	REFSENS + [35] dB
	REFSENS + [33.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB
	
	
	

	Pinterferer
	dBm
	REFSENS + [33] dB
	REFSENS + [32.5] dB
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	47.5

/

-47.5
	52.5

/

-52.5
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the NR interferer RMC specified in […]


Table 7.5-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-53.5]
	[-50.5]
	[-49.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-49]
	[-47]
	[-46.5]
	[-46]
	[-44.5]

	Pinterferer
	dBm
	-25



	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	[-44]
	[-43.5]
	
	
	

	Pinterferer
	dBm
	-25
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	47.5

/

-47.5
	52.5

/

-52.5
	
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB

	BWinterferer
	MHz
	10
	15
	20
	40
	50

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	40
/
-40
	50
/
-50

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB


	

	Pinterferer
	dBm
	REFSENS    + [45.5] dB


	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	90
/
-90
	100
/
-100
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	Finterferer (offset)
	MHz
	10
/
-10
	20
/
-20
	40
/
-40
	60
/
-60
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	[-56.5]


	

	Pinterferer
	dBm
	-25
	-25
	-25
	-25
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	90
/
-90
	100
/
-100
	

	NOTE 1:
The transmitter shall be set to 24 dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


<Omit of changed request>
7.6
Blocking characteristics

7.6.1
General

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.

7.6.2
Inband blocking

For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 in-band blocking (IBB)is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.  The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Table 7.6.2-1 and Table 7.6.2-2. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table [5.5-1]), the requirements only apply for carriers assigned in the paired part.

Table 7.6.2-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	
	dB
	11
	12
	13
	14
	15

	BWinterferer
	MHz
	5



	FIoffset, case 1
	MHz
	7.5



	FIoffset, case 2
	MHz
	12.5



	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	
	

	
	dB
	15.5
	16
	
	
	

	BWinterferer
	MHz
	5
	
	
	

	FIoffset, case 1
	MHz
	7.5
	
	
	

	FIoffset, case 2
	MHz
	12.5
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The interferer consists of the RMC specified in […]


Table 7.6.2-2: In-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	-15

	n1, n2, n3, n5, n7, n8, n20, n28, n38, n41, n50, n51, n66, n70, n71, n74, n75, n76
	Finterferer (offset)
	MHz
	-CBW/2 – 

FIoffset, case 1
and

CBW/2 + 

FIoffset, case 1
	≤ -CBW/2 – 

FIoffset, case 2
and

≥ CBW/2 + 

FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15

to

FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12 to FDL_high + 15
	FDL_low – 12

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1


For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into an immediately adjacent frequency range up 3CBW below or above the UE receive band with CBW is the bandwidth of the wanted signal. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Table 7.6.2-3 and Table 7.6.2-4. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.

Table 7.6.2-3: In-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	FIoffset, case 1
	MHz
	15
	30
	60
	90
	120

	FIoffset, case 2
	MHz
	25
	50
	100
	150
	200

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	

	
	dB
	6


	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	FIoffset, case 1
	MHz
	90
	120
	135
	150
	

	FIoffset, case 2
	MHz
	150
	200
	225
	250
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The interferer consists of the RMC specified in […]

	


Table 7.6.2-4: In-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-CBW/2 – 

FIoffset, case 1
and

BW/2 + 

FIoffset, case 1
	≤ -CBW/2 – 

FIoffset, case 2
and

≥ CBW/2 + 

FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 3CBW

to

FDL_high + 3CBW

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1
NOTE 3:
CBW denotes the channel bandwidth of the wanted signal


7.6.3
Out-of-band blocking

For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range 15 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Table 7.6.3-1 and Table 7.6.3-2. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table [5.5-1]), the requirements only apply for carriers assigned in the paired part.

Table 7.6.3-1: Out-of-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below



	
	dB
	11
	12
	13
	14
	15

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	
	

	
	dB
	15.5
	16
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].


Table 7.6.3-2: Out of-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	NR band
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	n1, n2, n3, n5, n7, n8, n20, n28, n38, n41, n50, n51, n66, n70, n71, n74, n75, n76
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15

or

15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60

or

60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85

or 

FDL_high + 85 ≤ f

≤ 12750

	NOTE 1:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.


For interferer frequencies across ranges 1, 2 and 3 in Table 7.6.3-2, a maximum of 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of 
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the bandwidth of the frequency channel in MHz and n = 1,2,3 for SCS = 15,30,60 kHz, respectively. For these exceptions, the requirements in sub-clause 7.7 apply.

For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range up to 3CBW below or from 3CBW above the UE receive band, where CBW is the channel bandwidth. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Table 7.6.3-3 and Table 7.6.3-4. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.

Table 7.6.3-3: Out-of-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	

	
	dB
	9
	9
	9
	9
	

	NOTE 1:
The transmitter shall be set to 4dB below […].


<Omit of changed request>
7.6.4
Narrow band blocking

This requirement is measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an unwanted narrow band CW interferer at a frequency, which is less than the nominal channel spacing. 

The relative throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.2-1. For operating bands with an unpaired DL part (as noted in Table 5.5-1), the requirements only apply for carriers assigned in the paired part.

Table 7.6.4-1: Narrow Band Blocking

	NR band
	Parameter
	Unit
	Channel Bandwidth

	
	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100MHz

	n1,n2, n3, n5, n7, n8, n20, n28, n41, n50, n51, n66, n70, n71, n74, n75, n76
	Pw
	dBm
	
	PREFSENS + channel-bandwidth specific value below

	
	
	
	16
	13
	14
	16
	16
	16
	16
	16
	16
	16
	16

	
	Puw (CW)
	dBm
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55

	
	Fuw (offset SCS= 15 kHz)
	MHz
	2.7075
	5.2125
	7.7025
	10.2075
	13.0275
	20.5575
	NA
	NA
	NA
	NA
	NA

	
	Fuw (offset SCS= 30 kHz)
	MHz
	NA
	NA
	NA
	NA
	
	
	TBD
	TBD
	
	
	

	NOTE 1:
The transmitter shall be set a 4 dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in subclause 6.2.5.

NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:
The PREFSENS power level is specified in Table 7.3.1-1 and Table 7.3.1-1a for two and four antenna ports, respectively.


<Omit of changed request>
7.7
Spurious response

Spurious response is a measure of the ability of the receiver to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency forwhich a response is obtained, i.e. for which the out-of-band blocking limit as specified in subclause 7.6.3 is not met.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters for the wanted signal as specified in Table 7.7-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and in Table 7.7-1a for NR bands with FDL_high ≥ 3300 MHz and FUL_high ≥ 3300 MHz and for the interferer as specified in Table 7.7-2. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.5-1), the requirements only apply for carriers assigned in the paired part.  

Table 7.7-1: Spurious response parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	11
	12
	13
	14
	15

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	
	
	

	
	dB
	15.5
	16
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].


Table 7.7.1-1a: Spurious response parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	

	
	dB
	9
	9
	9
	9
	

	NOTE 1:
The transmitter shall be set to 4dB below […].


Table 7.7-2: Spurious response

	Parameter
	Unit
	Level

	PInterferer

(CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies


<Omit of changed request>
7.8
Intermodulation characteristics

7.8.1
General

Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal

7.8.2
Wide band Intermodulation

The wide band intermodulation requirement is defined using a CW carrier and modulated NR signal as interferer 1 and interferer 2 respectively.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.8.2-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and Table 7.8.2-2 for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.5-1), the requirements only apply for carriers assigned in the paired part.

Table 7.8.1-1: Wide band intermodulation parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	Rx parameter
	Units 
	Channel bandwidth

	
	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100
MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	
REFSENS + channel bandwidth specific value below

	
	
	6
	6
	7
	9
	12
	13.8
	15
	15
	15
	16

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	5

	FInterferer 1
(Offset)
	MHz
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in TBD.

NOTE 2:
Reference measurement channel is TBD.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in TBD.

NOTE 4:
The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.


Table 7.8.2-2: Wide band intermodulation parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	Rx parameter
	Units 
	Channel bandwidth

	
	
	10
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100
MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 6

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	BW

	FInterferer 1
(Offset)
	MHz
	-2BW

/

+2BW

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in TBD.

NOTE 2:
Reference measurement channel is TBD.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in TBD.

NOTE 4:
The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.


<Omit of changed request>
A.3
DL reference measurement channels

A.3.1
General

A.3.2
Reference measurement channel for receiver characteristics
[FRC applicability TBA]

Table A.3.2-1a Fixed Reference Channel for Receiver Requirements (SCS 15 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15
	15
	15

	Subcarrier spacing configuration 
[image: image37.wmf]m


	
	0
	0
	0
	0
	0
	0
	0
	0

	Allocated resource blocks
	
	25
	52
	79
	106
	133
	[160]
	216
	270

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	9
	9
	9
	9
	9
	9
	9
	9

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,5,6,7,8,9
	Bits
	1672
	3368
	5120
	6912
	8712
	10504
	14088
	17424

	Transport block CRC
	Bits
	16
	16
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	1
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,5,6,7,8,9
	CBs
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,5,6,7,8,9
	Bits
	5400
	11232
	17064
	22896
	28728
	34560
	46656
	58320

	Max. Throughput averaged over 1 frame
	Mbps
	1.504
	3.031
	4.608
	6.220
	7.841
	9.454
	12.679
	15.682

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-1b Fixed Reference Channel for Receiver Requirements (SCS 30 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100

	Subcarrier spacing configuration 
[image: image38.wmf]m


	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Allocated resource blocks
	
	11
	24
	38
	51
	65
	[78]
	106
	133
	162
	217
	[245]
	273

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	Bits
	736
	1608
	2472
	3368
	4224
	4992
	6912
	8712
	10504
	14088
	15880
	17928

	Transport block CRC
	Bits
	16
	16
	16
	16
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	2
	2
	1
	1
	1
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	CBs
	1
	1
	1
	1
	1
	1
	1
	2
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	Bits
	2376
	5184
	8208
	11016
	14040
	16848
	22896
	28728
	34992
	46872
	52920
	58968

	Max. Throughput averaged over 1 frame
	Mbps
	1.398
	3.055
	4.697
	6.399
	8.025
	9.485
	13.133
	16.553
	19.958
	26.767
	30.172
	34.063

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-1c Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100

	Subcarrier spacing configuration 
[image: image39.wmf]m


	
	2
	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	[38]
	51
	65
	79
	107
	[121]
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	39
	39
	39
	39
	39
	39
	39
	39
	39
	39
	39

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	Bits
	736
	1192
	1608
	2024
	2472
	3368
	4224
	5120
	6912
	7808
	8712

	Transport block CRC
	Bits
	16
	16
	16
	16
	16
	16
	24
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	2
	2
	2
	2
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	CBs
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	2

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	Bits
	2376
	3888
	5184
	6696
	8208
	11016
	14040
	17064
	23112
	26136
	29160

	Max. Throughput averaged over 1 frame
	Mbps
	2.870
	4.649
	6.271
	7.894
	9.641
	13.135
	16.474
	19.968
	26.957
	30.451
	33.977

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


<End of changed request>
_1482751566.unknown

_1578920079.unknown

_1578920081.unknown

_1586801831.unknown

_1586801832.unknown

_1586801833.unknown

_1578920082.unknown

_1578920080.unknown

_1568367363.unknown

_1571750248.unknown

_1573615245.unknown

_1573615244.unknown

_1568369254.unknown

_1482753953.unknown

_1531229310.unknown

_1482753501.unknown

_1482749852.unknown

