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--------------Start of Change------------
[bookmark: _Toc503968261]7	Applicability overview
[bookmark: _Toc503968262]7.1	Emission
Table 7.1-1: Emission requirements applicability
	
Phenomenon
	
Application
	Equipment test requirement
	Reference
subclause in the present document
	Reference
standard

	
	
	BS equipment 
	
	

	Radiated emission (Note)
	Enclosure
	applicable for hybrid AAS BS
	8.2.1
	ITU-R SM.329 [24]

	Conducted emission
	DC power input/output port
	applicable
	8.3
	CISPR 32 [29], 
CISPR 16‑1-1 [23]

	Conducted emission
	AC mains input/output port
	applicable
	8.4
	CISPR 32 [29]

	Conducted emission
	Telecommunication port
	applicable

	8.5
	CISPR 32 [29]

	Harmonic current emissions
	AC mains input port
	applicable
	8.6
	IEC 61000-3-2 [11] or
 IEC 61000-3-12 [14]

	Voltage fluctuations and flicker
	AC mains input port
	applicable
	8.7
	IEC 61000-3-3 [12] or
 IEC 61000-3-11 [13]

	NOTE:	TheFor EMC radiated emissions requirements for the OTA AAS BS, refer to subclause 8.2.2.  are covered by the RF radiated emissions requirement in TS 37.105 [2], conforming to the TS 37.145-2 [10]. The EMC radiated emission requirements for the hybrid AAS BS are described in subclause 8.2.1.1.



[bookmark: _Toc503968266]--------------Next Change-------------
8.2	Radiated emission from base station 
[bookmark: _Toc503968267]8.2.1	Radiated emission, hybrid AAS BS 
This test is applicable to hybrid AAS BS. This test shall be performed on a representative configuration of the hybrid AAS BS. 
Depending on RAT capability sets supported by the hybrid AAS BS, the following radiated emission requirements apply: 
· For UTRA AAS BS the base stations radiated emission requirements from TS 25.113 [5] apply.
· For E-UTRA AAS BS the base stations radiated emission requirements from TS 36.113 [6] apply.
· For MSR AAS BS the base stations radiated emission requirements from TS 37.113 [4] apply.
· For NR BS type 1-H, the base stations radiated emission requirements from TS 38.113 [30] apply.
[bookmark: _Toc503968268]8.2.2	Radiated emission, OTA AAS BS
For OTA AAS BS, the radiated emission requirement is covered by RF radiated spurious emission requirement in TS 37.105 [2], conforming to the test requirement in TS 37.145-2 [10]. 
For NR BS type 1-O, the radiated emission requirement is covered by RF radiated spurious emission requirement in TS 38.104 [31], conforming to the test requirement in TS 38.141-2 [32]. 

NOTE:	As the EMC radiated emissions of the OTA AAS BS cannot be distinguished between the intended emissions (nor to any spurious emissions related to these intentional transmissions) a single radiated emissions requirement is used for the OTA AAS BS. 
--------------End of Change-------------
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