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5.4.2
Channel raster
5.4.2.1
 NR-ARFCN and channel raster
The global frequency raster entry defines a set of RF reference frequencies FREF. The RF reference frequencyis used in signalling to identify the position of RF channels, SS blocks and other elements.

The global frequency raster is defined for all frequencies from 0 to 100 GHz. The granularity of the global frequency raster is ΔFGlobal.  

RF reference frequencies is designated by an NR Absolute Radio Frequency Channel Number (NR-ARFCN) in the range [2016667..3279165] on the global frequency raster. The relation between the NR-ARFCN and the RF reference frequency FREF in MHz is given by the following equation, where FREF-Offs and NRef-Offs are given in table 5.4.2.1-1 and NREF is the NR-ARFCN

FREF = FREF-Offs + ΔFGlobal (NREF – NREF-Offs)

Table 5.4.2.1-1: NR-ARFCN parameters for the global frequency raster
	Frequency range (MHz)
	ΔFGlobal (kHz)
	FREF-Offs [MHz]
	NREF-Offs
	Range of NREF

	24250 – 100000
	60
	24250.08
	2016667
	2016667 – 3279165


The channel raster defines a subset of RF reference frequencies that can be used to identify the RF channel position in the uplink and downlink. The RF reference frequency for an RF channel maps to a resource element on the carrier. For each operating band, a subset of frequencies from the global frequency raster are applicable for that band and forms a channel raster with a granularity ΔFRaster, which may be equal to or larger than ΔFGlobal.  

NOTE:
The position of an RF channel can be identified through other reference points than the channel raster, such as “point A” defined in TR 38.211 [9].
The mapping between the channel raster and corresponding resource element is given in Section 5.4.2.2. The applicable entries for each operating band are defined in subclause 5.4.2.3

5.4.2.2
Channel raster to resource element mapping
The mapping between the RF reference frequency on channel raster and the corresponding resource element is given in Table 5.4.2.2-1 and can be used to identify the RF channel position. The mapping depends on the total number of RBs that are allocated in the channel and applies to both UL and DL. The mapping must apply to at least one numerology supported by the UE.
Table 5.4.2.2-1: Channel raster to resource element mapping
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 are as defined in TS 38.211[9].

5.4.2.3
Channel raster entries for each operating band

The RF channel positions on the channel raster in the NR operating band are given through the applicable NR-ARFCN in Table 5.4.2.3‑1, using the channel raster to resource element mapping in subclause 5.4.2.2. 

-
For NR operating bands with 60 kHz channel raster above 24 GHz, ΔFRaster = ΔFGlobal. In this case all NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as <1>.

Table 5.4.2.3-1: Applicable NR-ARFCN per operating band

	NR Operating Band
	ΔFRaster 

(kHz) 
	Uplink and Downlink

Range of NREF

(First – <Step size> – Last)

	n257
	60
	2054166 – <1> – 2104165

	n258
	60
	2016667 – <1> – 2070832

	n260
	60
	2229166 – <1> – 2279165

	n261
	60
	2070833 – <1> – 2087498
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