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<< Start of Change #1 >>
8.3.3.5
Measurements of a secondary component carrier with dormant SCell

Requirements in this section apply for UE configured to operate on a secondary component carrier with dormant SCell. 

Measurements of cells on a secondary component carrier with a dormant SCell shall meet all applicable requirements in Section 8.3.3.2.
<< End of Change #1 >>
<< Start of Change #2 >>
8.7.2.5
Measurements of a secondary component carrier with dormant SCell

Requirements in this section apply for UE configured to operate on a secondary component carrier with dormant SCell. 

Measurements of cells on a secondary component carrier with a dormant SCell shall meet all applicable requirements in Section 8.7.2.4.
<< End of Change #2 >>
<< Start of Change #3 >>
8.7.3.5
Measurements of a secondary component carrier with dormant SCell

Requirements in this section apply for UE configured to operate on a secondary component carrier with dormant SCell. 

Measurements of cells on a secondary component carrier with a dormant SCell shall meet all applicable requirements in Section 8.7.3.4.
<< End of Change #3 >>
<< Start of Change #4 >>
8.12.2.5
Measurements of a secondary component carrier with dormant SCell

Requirements in this section apply for UE configured to operate on a secondary component carrier with dormant SCell. 

Measurements of cells on a secondary component carrier with a dormant SCell shall meet all applicable requirements in Section 8.12.2.4.
<< End of Change #4 >>
<< Start of Change #5 >>
8.12.3.5
Measurements of a secondary component carrier with dormant SCell

Requirements in this section apply for UE configured to operate on a secondary component carrier with dormant SCell. 

Measurements of cells on a secondary component carrier with a dormant SCell shall meet all applicable requirements in Section 8.12.3.4.
<< End of Change #5 >>
