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<< Start of Change >>
10
Measurement Performance requirements 

Editor’s note: Accuracy requirement might be an individual top-level chapter to maintain since it is the performance part.
10.1
NR measurements 

10.1.1
Introduction

Editor’s note: new measurement metrics may be added according to the RAN4 discussion. Absolute/relative accuracy requirement, mapping table of RSRP/RSRQ may be specified in this section. The numerology and BW combinations might be reflected in the accuracy requirement table.
10.1.2
Intra-frequency RSRP accuracy requirements on FR1
10.1.2.1
Intra-frequency [SS block RSRP] accuracy requirements
10.1.2.2
Intra-frequency [CSI-RS RSRP] accuracy requirements
10.1.3
Intra-frequency RSRP accuracy requirements on FR2
10.1.3.1
Intra-frequency [SS block RSRP] accuracy requirements
10.1.3.2
Intra-frequency [CSI-RS RSRP] accuracy requirements
10.1.4
Inter-frequency RSRP accuracy requirements on FR1
10.1.4.1
Inter-frequency [SS block RSRP] accuracy requirements
10.1.4.2
Inter-frequency [CSI-RS RSRP] accuracy requirements
10.1.5
Inter-frequency RSRP accuracy requirementson FR2
10.1.5.1
Inter-frequency [SS block RSRP] accuracy requirements
10.1.5.2
Inter-frequency [CSI-RS RSRP] accuracy requirements
10.1.6
Intra-frequency RSRQ accuracy requirements on FR1
10.1.7
Intra-frequency RSRQ accuracy requirements on FR2
10.1.8
Inter-frequency RSRQ accuracy requirements on FR1
10.1.9
Inter-frequency RSRQ accuracy requirements on FR2
10.1.10
Power Headroom

<< End of Change >>
