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1. Overall Description:

RAN4 respectfully thanks RAN2 for the LS on Measurement Gap Assistance Information [1]. RAN4 discussed the questions raised by RAN2 and reached agreement on the following answers:
Q-1: Whether CSI-RS measurement occasions can occur outside the SMTC window for RRM measurements of the same cell.

Answer: from RAN4 perspective, CSI-RS measurement can be configured outside the SMTC window for RRM measurement of the same cell, as long as the following conditions are met:

1- CSI-RS measurement resources are within the active DL BWP of the UE; and

2- For UEs that do not support simultaneous reception of multiple numerologies, the numerology of the CSI-RS resource is the same as the numerology of the active DL BWP.

Otherwise it is suggested that CSI-RS measurement is limited within the SMTC window (if configured).
Q-2: Whether parameters defined in SMTC IE (i.e. periodicity, offset and duration) can be used to indicate CSI-RS measurement timing configuration between LTE master node and NR secondary node.

Answer: since RAN4 believes CSI-RS measurement occasions can occur outside the SMTC window for certain scenario, it is suggested to use different IE for CSI-RS measurement timing configuration.
2. Actions:

RAN4 respectfully asks RAN2 to take the above agreements into consideration in future design.
3. Date of Next TSG RAN WG4 Meetings:

TSG RAN WG4 AH 1807

July 2 – 6, 2018




Montreal, Canada

TSG RAN WG4 Meeting #88
August 20-24, 2018


Gothenburg, Sweden
4. Reference:
[1] R2-1806506, “LS to RAN4 on Measurement Gap Assistance Information”, RAN2
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