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5.3.2
Transmission bandwidth configuration

The transmission bandwidth configuration NRB for each BS channel bandwidth and subcarrier spacing is specified in table 5.3.2.-1 for FR1 and table 5.3.2-2 for FR2.

Table 5.3.2-1: Transmission bandwidth configuration NRB for FR1
	SCS [kHz]
	5

MHz
	10

MHz
	15

MHz
	
	20 MHz
	25 MHz
	30

MHz
	40 MHz
	50 MHz
	60 MHz
	70

MHz
	80 MHz
	90

MHz
	100 MHz

	
	NRB
	NRB
	NRB
	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	
	106
	133
	160
	216
	270
	N.A
	N.A
	N.A
	N.A
	N.A

	30
	11
	24
	38
	
	51
	65
	78
	106
	133
	162
	189
	217
	245
	273

	60
	N.A
	11
	18
	
	24
	31
	38
	51
	65
	79
	93
	107
	121
	135


Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS [kHz]
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N.A

	120
	32
	66
	132
	264


NOTE:
All Tx and Rx requirements are defined based on transmission bandwidth configuration specified in table 5.3.2-1 for FR1 and table 5.3.2-2 for FR2.
5.3.3
Minimum guardband and transmission bandwidth configuration

The minimum guardband for each BS channel bandwidth and SCS is specified in table 5.3.3-1 for FR1 and in table 5.3.3-2 for FR2. 

Table 5.3.3-1: Minimum guardband [kHz] (FR1)
	SCS [kHz]
	5
MHz
	10
MHz
	15
MHz
	20 
MHz
	25 
MHz
	30 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	70 
MHz
	80 
MHz
	90 
MHz
	100 
MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	592.5
	552.5
	692.5
	N.A
	N.A
	N.A
	N.A
	N.A

	30
	505
	665
	645
	805
	785
	945
	905
	1045
	825
	965
	925
	885
	845

	60
	N.A
	1010
	990
	1330
	1310
	1290
	1610
	1570
	1530
	1490
	1450
	1410
	1370


Table: 5.3.3-2: Minimum guardband [kHz] (FR2)
	SCS [kHz]
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	60
	1210
	2450
	4930
	N.A

	120
	1900
	2420
	4900
	9860



