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1 Background
In RAN#77 meeting, the revised NR WID was approved [1], in which the latest LTE-NR DC combinations were attached. In this contribution, a text proposal is provided for DC_20A-n50A in TR 37.863-01-01.
Text Proposal

<Start of Text Proposal >
6.79.2
Channel bandwidths per operating band for DC

	
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25
MHz
	30
MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_20A-n50A
	20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	100

	
	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes3
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes3
	
	

	NOTE 3:
This UE channel bandwidth is applicable only to downlink.


6.79.3
Co-existence studies
< Text avoided>
6.79.4
∆TIB and ∆RIB values

For DC_20A-n50A, the ΔTIB,c and ΔRIB values are given in the tables below.

Table 6.79.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_20A-n50A
	20
	0.5

	
	n50
	0.5


Table 6.79.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_20A-n50A
	
n50
	0.2



6.79.5
MSD
There is no specific MSD’s requirement.



	
	

	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


6.80
DC_20A-n51A
<End of Text Proposal>
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