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<Start of change>
10.3.3 	OTA reference sensitivity
10.3.3.1	General
The OTA REFSENS requirement is intended to ensure the OTA reference sensitivity level for a declared OTA REFSENS RoAoA.
The OTA reference sensitivity power level EISREFSENS is the mean power received at the radiated interface at which a reference performance requirement shall be met for a specified reference measurement channel.
The measurement methods, along with the corresponding calibration, procedure and MU assessment, are the same as those for the OTA sensitivity requirement in subclause 10.3.2, except that the required level is EISREFSENS in the measurement procedure.
{editors note: general description of the test requirement placed here – non chamber specific}
10.3.3.2	In-door anechoic chamber
10.3.3.2.1	General
This method measures the OTA reference seisitivity in an anechoic chamber with the separation between the manufacturer declared coordinate system reference point of the AAS BS and the phase centre of the transmitting antenna of no less than 2D2/λ, where D is the largest dimension of the antenna of AAS BS and λ is the wavelength. The measurement system setup is as depicted in figure 10.3.2.2.1-1.
10.3.3.2.2	Calibration
Calibration shall be done with the procedure shown in 10.3.2.2.2
10.3.3.2.3 	Procedure
Reference procedure in subclause 10.3.2.2.3 where in	step 5) the required level is EISREFSENS
10.3.3.2.4 	MU assessment 
10.3.3.2.4.1 	MU Budget
10.3.3.2.4.2 	MU Value
10.3.3.3	CATR
10.3.3.3.1	General
10.3.3.3.2 	Calibration
{editors note: if calibration is same as previous req. then reference}
10.3.3.3.3 	Procedure
{editors note: level of detail of procedure is open issue}
10.3.3.3.4 	MU assessment 
10.3.3.3.4.1 	MU Budget
10.3.3.3.4.2 	MU Value
10.3.3.x	Summary
{editors note: Last section at this level summarises MU estimates for all chambers and concludes final agreed MU}
<End of change>
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