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	Reason for change:
	The draft CR’s endorsed in RAN4#87 are incorporated in a big draft CR.

	
	

	Summary of change:
	The following endorsed Draft CR’s are added to the endorsed previous big draft CR RAN4#86bis update, R4-1806004:

R4-1806587 - Draft CR to TR 37.843: AAS OTA sensitivity conformance testing - General (10.3.2.1)

R4-1806916 - Draft CR for TS 37.843: Improvement of RIB interface in Figures 4.3-1 and 4.3-2, in sub-clause 4.3

R4-1808343 - Draft CR to TS 37.843: TRP measurement grids
R4-1808344 - Draft CR to TS 37.843: TRP measurement grids

R4-1808345 - draftCR for TR37.843 - TX Output power
R4-1808350 - draftCR to TR 37.843 – Section 10 OTA Timing Alignment Error

R4-1808351 - Draft CR to TS 37.843 Test procedure for OTA TAE measurement in a Near Field Test Range

R4-1808353 - Draft CR to TS 37.843: Section 10 OTA Occupied Bandwidth

R4-1808354 - Draft CR to TS 37.843 Test procedure for OTA E-UTRA DL RS power measurement in Near Field Test Range

R4-1808355 - Draft CR to TS 37.843 OTA Output Power Dynamics measurement in a Near Field test Range

R4-1808358 - draftCR to TR 37.843 extreme conditions MU

R4-1808362 - draftCR to TR 37.843 - MU and TT for Tx EVM requirement
R4-1808363 - Draft CR to TR TR 37.843 - MU and TT for directional power based requirement

R4-1808367 - draftCR for TR37.843 MU for EIS requirements
R4-1808368 - Draft CR for TR37.843 -Indoor anechoic chamber test method procedure for OTA adjacent channel selectivity, narrow-band blocking, and in-band blocking

R4-1808369 - Draft CR for TR37.843 -Indoor anechoic chamber test method procedure for OTA receiver intermodulation

R4-1808370 - Draft CR to TR 37.843: AAS OTA REFSENS conformance testing (10.3.3)

R4-1808371 - draftCR for TR37.843 – ACLR
R4-1808372 – draftCR for TR37.843 - OBUE
R4-1808373 - draftCR for TR37.843 – SEM
R4-1808374 - Draft CR to TS 37.843: Section 10 OTA ACLR

R4-1808391 - Draft CR to TR 37.843: Section 10 General Section

R4-1808418 - Draft CR for TR37.843 - Indoor anechoic chamber test method procedure and MU for transmitter intermodulation

R4-1808419 - Draft CR to TR 37.843: Co-location spurious emissions test method

R4-1808420 - draftCR to TR 37.843 measuring emissions close to the noise floor

R4-1808423 - Draft CR to TR 37.843: BS demodulation requirements feasible for OTA AAS BS

R4-1808499 - draftCR to TR 37.843 - MU and TT for Tx Frequency error requirement
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