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	Reason for change:
	For clause 8 on conducted performance requirements, the detailed structure is TBD.

	
	


1) Change the title of clause 8 from “

	Performance requirements” to “Conducted performance requirements”.
2) Add the detailed structure for clause 8, based on the agreements on NR BS demodulation requirements achieved so far.
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	Other comments:
	


< Start of the change >
8
Conducted performance requirements


8.1
General
8.2
Performance requirements for PUSCH 
8.2.1
Requirements for PUSCH transmission on single antenna port with transform precoding disabled
8.2.2
Requirements for PUSCH transmission on single antenna port with transform precoding enabled
8.2.3
Requirements for PUSCH transmission on two antenna ports with transform precoding disabled
8.3
Performance requirements for PUCCH
8.3.1
DTX to ACK performance
8.3.2
ACK missed detection requirements for PUCCH format 0
8.3.3
ACK missed detection requirements for PUCCH format 1
8.3.4
ACK missed detection requirements for PUCCH format 2
8.3.5
CSI performance requirements for PUCCH format 2
8.3.6
CSI performance requirements for PUCCH format 3
8.3.7
CSI performance requirements for PUCCH format 4
8.4
Performance requirements for PRACH
8.4.1
PRACH false alarm probability
8.4.2
PRACH detection requirements

< End of the change >
