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1 Introduction
For intra-band contiguous NR CA, bandwidth combination set (BCS) is required per configuration.
In this paper we propose BCS for CA_n71B.
2
Discussion
For band n71, maximum channel bandwidth is 20 MHz. However, T-Mobile owns more than 20 MHz contiguous spectrum. To fully utilize the spectrum, T-Mobile requested the following new NR CA to RAN4#88:

· CA_n71B
BCS is required to complete the new NR CA configuration. Therefore, BCS is proposed for CA_n71B as in proposal 1 below.
2.1
Proposal
Proposal 1: CA_n71B supports BCS as in Table 2.1-1.
Table 2.1-1: Bandwidth combinations for CA_n71B
	
	
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Aggregated 

bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	
	

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	


3
Conclusion

BCS is proposed for CA_n71B as in proposal 1 below.
Proposal 1: CA_n71B supports BCS as in Table 2.1-1.
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