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Annex H (normative): 
Modified MPR behavior
H.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPRbehavior indicated in the IE UE Radio Access Capability [7] by a UE supporting an MPR or A-MPR modified in a later release of this specification. 
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	Index of field    (bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	0 (leftmost bit)
	- The MPR for intra-band contiguous carrier aggregation bandwidth class C with non-contiguous resource allocation specified in Clause 6.2.3A in version 12.5.0 of this specification
	- This bit shall be set to 1 by a UE supporting intra-band contiguous CA bandwidth class C

	1
	- The A-MPR associated with NS_05 for Band 1 in Clause 6.2.4 in version 12.10.0 of this specification.  
	- This bit shall be set to 1 by a UE supporting A-MPR associated to NS_05 for Band 1.

	2
	The A-MPR associated with NS_04 for Band 41 in Table 6.2.4-4 in version 14.1.0 of this specification.
	This bit shall be set to 1 by a power class 3 UE supporting A-MPR associated to NS_04 for Band 41.



Annex I (normative): 
Supported Post Antenna Gain
I.1	Declared Supported Post Antenna Gain for UE
For V2X service at band 47, some regional requirements (region 1) are defined per effective isotropic radiated power (EIRP), which is a combination of the transmitted power (or in some cases spectral density) and the effective antenna gain. 
Due to large form factor, V2X UE can have external antenna placed far away from the chipset unit. In this case, the effective antenna gain is a UE specific condition. This effective antenna gain includes the feeding loss of all components after the chipset unit antenna connector and the peak directional gain of the external antenna and hence will be call the post connector gain Gpost connector.
The 3GPP specifications mandate UE manufacturer declarations of at least one supported value of the post connector gain Gpost connector as a way to accommodate the refered regional requirement without putting requirements on the UE specific condtion. 
The possible values of declared supported post connector gains are: 0, 1, 2, 3, 4, 5, 6, 7 dBi. If no value is declared, or if external antenna is not used, the default value of 0dBi will be used.
The regional requirements in PEIRP in Subclauses 6.2.2G, 6.2.5G, 6.6.2.2.4, 6.6.3.2 and 7.9.1 will be converted to conducted requirements by subtracting Gpost connector as. 
PConducted = PEIRP - Gpost connector.
 


