2

3GPP RAN WG4 Meeting #88 	R4-1809790
Gothenburg, Sweden, August 20-24, 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.101-2
	CR
	DRAFT
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	[bookmark: _GoBack]Draft CR to TS 38.101-2: Introduction of the requirement on beam correspondence

	
	

	Source to WG:
	Apple Inc.

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-20

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
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<<<start of change>>>
6.2.5	Beam correspondence
UEs which support beam correspondence shall have the ability to select a corresponding beam for UL transmission based on DL measurements without relying on network-initiated transmit beam sweeping procedures.
For UEs which support beam correspondence, the requirement is fulfilled if the UE’s corresponding UL beams satisfy the spherical coverage requirements according to the UE’s power class, such that:
-	The DL measurement signal configuration contains both the SS/PBCH and CSI-RS signals
-	The link does not use any SRS configuration
<<<end of change>>>
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