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6.3.3.4
PRACH time mask

The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods as shown in Figure 6.3.3.4-1. The measurement period for different PRACH preamble format is specified in Table 6.3.3.4-1.

Table 6.3.3.4-1: PRACH ON power measurement period
	PRACH preamble format
	SCS (kHz)
	Measurement period (ms)

	0
	1.25
	0.903125

	1
	1.25
	2.284375

	2
	1.25
	3.352604167

	3
	5
	0.903125

	A1
	15
	0.85625

	
	30
	0.428125

	A2
	15
	0.85625

	
	30
	0.428125

	A3
	15
	0.85625

	
	30
	0.428125

	B1
	15
	0.982552

	
	30
	0.491276

	B4
	15
	0.83046875

	
	30
	0.415234375

	A1/B1
	15
	0.9966145833

	
	30
	0.49830729167

	A2/B2
	15
	0.84921875

	
	30
	0.424609375

	A3/B3
	15
	0.84453125

	
	30
	0.422265625

	C0
	15
	0.10703125

	
	30
	0.053515625

	C2
	15
	0.33333333

	
	30
	0.16666667
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Figure 6.3.3.4-1: PRACH ON/OFF time mask

