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1. Introduction
LTE 1DL/1UL + 1 NR band combination DC_5A_n78A was approved in RAN4 meetings. In the contribution, we propose TP for MSD analysis for DC_5A_n78A due to the 4th harmonic. 
2. Discussion
DC_5A_n78A is subjected to the 4th order harmonic issue. The issue can be comprehended in Table 2-1. The supported bandwidths in DC_5A_n78A is shown in Table 2-2.

	 
	B5 UL
	B5 UL * 4
	n78 DL

	Range (MHz)
	824 - 849
	3296 - 3396
	3300 - 3800


Table 2-1 LTE DL and NR UL IMD relation for DC_5A_n78A
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_5A-n78A
	5
	15
	Yes
	Yes
	
	
	
	
	
	
	
	110

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


Table 2-2: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
In this contribution, we provide the B5 MSD analysis for DC_5A_n78A based on UE reference architecture as shown in Figure 2-1 where single antenna topology has been assumed between B5 and n78. Triplexer are put in both primary and diversity paths.
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Figure 2-1 Reference architecture for Rx harmonic MSD analysis
The 4th harmonic propagation paths of DC_5A_n78A to n78 RX as shown in Figure 2-1 are numbered below:

1: Harmonic signal at B5 PA output to n78 primary-RX LNA input
2: Harmonic signal at B5 PA output to n78 diversity-RX LNA input
3: Direct Harmonic signal path from B5 PA output to n78 primary-RX LNA input
4: Direct Harmonic signal path from B5 PA output to n78 diversity-RX LNA input
Table 2-3 summarizes a set of receiver performance parameters for MSD analysis. Table 2-4 present the link analysis. 
	Parameter
	Value
	Unit

	Antenna isolation between Primary and Diversity
	15
	dB

	TXM port isolation from B5 to n78
	35
	dB

	Duplexer and LPF isolation 
	62
	dB

	Triplexer isolation 
	25
	dB

	PCB isolation from B5 PA output to n78 RX LNA input
	67
	dB

	B5 Primary RX front-end and path loss
	4.5
	dB

	B5 Diversity RX front-end and path loss
	4
	dB

	SNR requirement for QPSK
	-1
	dB


Table 2-3: Typical receiver performance parameters for MSD analysis
	Direct Signal Path

	Parameter
	Main
	Diversity
	 Unit

	Path number 3 at B5 PRX referred to antenna
	-108
	N/A
	dBm

	Path number 4 at B5 DRX referred to antenna 
	N/A
	-124
	dBm

	PCB Coupling Path

	Parameter
	Main
	Diversity
	 

	Path number 1 and 2 referred to antenna
	-84.5
	-85.0
	dBm

	Combined

	Total interference power referred to antenna

(Victim B5)
	-84.5
	-85
	dBm

	MSD after uncorrelated MRC 
(RX CBW of 10MHz)
	10.5
	dB


Table 2-4: Link analysis for MSD calculation with the 4th harmonic issue
Table 2-5 show the MSD of DC_5A_n78A due to the 4th harmonic. 
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 
MHz
	10 
MHz
	15 
MHz
	20 
MHz
	25 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	80 
MHz
	100 
MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	5
	n78
	
	10.5
	8.9
	7.8
	
	5.4
	4.7
	
	
	


Table 2-5: n78 MSD due to the DC_5A_n78A 4th harmonic issue
Text Proposal for TR 37.863-01-01
-----Start of TP-----
<<Unchanged sections omitted>>
6.59.3
Co-existence studies

Tables 6.59.3-1 lists Band 5A + Band n78A 2UL DC 2nd, 3rd, 4th and 5th  order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.59.3-1: Band 5 and Band n78 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1648
	1698
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	9900
	11400

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	13200
	15200

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	16500
	19000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2451
	2976
	4124
	4649

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2152
	1602
	5751
	6776

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4948
	5498
	7424
	8449

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	724
	949
	3290
	3810

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1328
	753
	9051
	10576

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	5952
	4902
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5772
	6347
	10724
	12249

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	8248
	9298
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14376
	12351
	96
	504

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9752
	8202
	4053
	5128

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14024
	16049
	6596
	7196

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11548
	13098
	9072
	10147


Based on Table 6.59.3-1,

-
3rd order harmonic may fall into Rx frequencies of band 41
-
4th order harmonic may fall into Rx frequencies of bands n77 and n78.

-
5th order harmonic may fall into Rx frequencies of band n77.
-
2nd order IMD may also fall into own Rx of band n78 and Rx frequencies of bands 7, 38, 41, 69 and n79
-
3rd order IMD may also fall into own Rx of bands 5 and n78 and Rx frequencies of bands 1, 2, 3, 4, 6, 8, 9, 10, 12, 13, 14, 17, 18, 19, 20, 22, 25, 26, 27, 28, 29, 33, 34, 35, 36, 37, 39, 42, 43, 44, 46, 47, 48, 65, 66, 67, 68, 70, n77 and n79
-
4th order IMD may also fall into own Rx of band 5 and Rx frequencies of bands 6, 8, 13, 14, 18, 19, 20, 26, 27, 28, 44, 46, 47, 67, 68 and n79
-
5th order IMD may also fall into Rx frequencies of bands 31, n77 and n79
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS; the harmonics and intermodulation products can have impact on these systems. Table 6.59.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.59.3-2: 2UL Band 5 + Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2

	
	2400
	-
	2494
	Yes
	Asia
	IMD2

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4

	
	5470
	-
	5725
	Yes
	
	IMD3, 4

	
	5150
	-
	5825
	Yes
	Asia
	IMD3


Table 6.59.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.59.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_5A_n78A
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 24, 25, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 48, 65, 66, 70
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	3800
	-
	3805
	+1.6
	5
	1, 2, 3

	
	Frequency range
	3805
	-
	3825
	-15.5
	5
	1, 2, 3

	
	Frequency range
	3825
	-
	3850
	-40
	1
	1, 3

	
	Frequency range
	3850
	-
	4200
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 5

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	6

	
	E-UTRA Band 18, 19
	FDL_low
	-
	FDL_high
	-40
	1
	5

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	5

	NOTE 1:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 2:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 3:
The requirement is applicable for any channel bandwidths within the range 3300 - 3800 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range [TBD – 3792.5] MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range [TBD – 3790] MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to [TBD] RB.

NOTE 4:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz
NOTE 5:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2.
NOTE 6:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.


6.59.4
∆TIB and ∆RIB values

For DC_5A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.59.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_5A-n78A
	5
	0.6

	
	n78
	0.8


Table 6.59.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_5A-n78A
	5
	0.2

	
	n78
	0.5


6.59.5
MSD
Table 6.59.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.59.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_5A_n78A
	5
	844
	5
	25
	889
	8.3
	FDD
	IMD4
|fB78-3*fB5|

	
	n78
	3421
	10
	52
	3421
	N/A
	TDD
	N/A


Table 6.59.5-2: MSD due to 4th harmonic for DC_5A-n78A
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 
MHz
	10 
MHz
	15 
MHz
	20 
MHz
	25 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	80 
MHz
	100 
MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	5
	n781,2
	
	10.5
	8.9
	7.8
	
	5.4
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 2:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
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Table 6.59.5-3 lists the UL configuration for the EN-DC configuration DC_5A-n78A.
Table 6.59.5-3: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	5
	n78
	8
	16
	25
	251, 252
	
	
	
	
	
	

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


<<Unchanged sections omitted>>
References
3GPP


