Page 1



3GPP TSG-RAN WG4 Meeting #88 
R4-1810417
Gothenburg, Sweden, 20th – 24th of Aug 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.101-3
	CR
	CRNum
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to DC_(n)71B MSD definition

	
	

	Source to WG:
	Nokia

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Uplink allocation definition for DC_(n)71B is incorrect.

	
	

	Summary of change:
	Error is corrected.

	
	

	Consequences if not approved:
	Error remains.

	
	

	Clauses affected:
	7.3B.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*************************** Start of changes *******************************************
7.3B.2
Reference sensitivity for EN-DC

7.3B.2.1
Intra-band contiguous EN-DC

For intra-band contiguous EN-DC configurations, the reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports at which the throughput for the carrier(s) of the E-UTRA and NR CGs shall meet or exceed the requirements for the specified E-UTRA and NR reference measurement channels.

For each CG, the reference sensitivity is specified as a maximum allowed degradation MSD of the reference sensitivity level as specified for the applicable carrier bandwidths in accordance with [4] for the E-UTRA CG and [2] for the NR CG.

For DC configurations of DC bandwidth class B, the throughput on each of the CGs shall be ≥ 95% of the maximum throughput of the respective reference measurement channels as specified in TBD with parameters specified in Table 7.3B.2.1-1.

Table 7.3B.2.1-1: Reference sensitivity (MSD) for intra-band DC bandwidth class

	MSD / DC bandwidth class B

	DC configuration
	E-UTRA/NR band
	FC (UL)

(MHz)
	Channel bandwidth

(MHz)
	UL

allocation (LCRB)
	FC (DL)

(MHz)
	MSD

(dB)
	Duplex mode

	DC_(n)71B
	71
	665.5
	5
	5 (RBend =24)
	619.5
	0
	FDD

	
	n71
	675.5
	15
	15 (RBstart = 0)
	629.5
	1.8
	

	DC_(n)71B
	71
	670.5
	15
	15 (RBend = 74)
	624.5
	0
	

	
	n71
	680.5
	5
	5 (RBstart = 0)
	634.5
	1.6
	

	DC_(n)71B
	71
	668
	10
	10 (RBend = 49)
	622
	0
	

	
	n71
	678
	10
	10 (RBstart = 0)
	632
	1.7
	

	DC_(n)71B
	71
	668
	10
	10 (RBstart = 0)
	622
	17.2
	

	
	n71
	678
	10
	10 (RBend = 51)
	632
	29.4
	


*************************** End of changes *******************************************

