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<Start of Changes>
5.2B.4.2
EN-DC (three bands)

Table 5.2B.4.2-1: Band combinations EN-DC (three bands)

	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3_n28
	CA_1-3
	n28
	No

	DC_1-3_n772
	CA_1-3
	n77
	DC_1_n77, DC_3_n77

	DC_1-3_n782
	CA_1-3
	n78
	DC_3_n78

	DC_1-3_n792
	CA_1-3
	n79
	No

	DC_1-5_n782
	CA_1-5
	n78
	No

	DC_1-5_n782
	CA_1-5
	n78
	No

	DC_1-7_n282
	CA_1-7
	n28
	No

	DC_1-7_n78 2
	CA_1-7
	n78
	No

	DC_1-7-7_n782
	CA_1-7-7
	n78
	No

	DC_1-8_n782
	CA_1-8
	n78
	No

	DC_1-18_n772
	CA_1-18
	n77
	No

	DC_1-18_n782
	CA_1-18
	n78
	No

	DC_1-18_n79
	CA_1-18
	n79
	No

	DC_1-19_n772
	CA_1-19
	n77
	DC_1_n77

	DC_1-19_n782
	CA_1-19
	n78
	No

	DC_1-19_n792
	CA_1-19
	n79
	No

	DC_1-20_n283
	CA_1-20
	n28
	No

	DC_1-20_n782
	CA_1-20
	n78
	No

	DC_1-21_n772
	CA_1-21
	n77
	DC_1_n77

	DC_1-21_n782
	CA_1-21
	n78
	No

	DC_1-21_n792
	CA_1-21
	n79
	No

	DC_1-28_n772
	CA_1-28
	n77
	No

	DC_1-28_n782
	CA_1-28
	n78
	No

	DC_1-28_n79
	CA_1-28
	n79
	No

	DC_1_n28-n782
	1
	CA_n28-n78
	No

	DC_1_n77-n79
	1
	CA_n77-n79
	No

	DC_1_n78-n79
	1
	CA_n78-n79
	No

	DC_1-41_n77
	CA_1-41
	n77
	No

	DC_1-41_n78
	CA_1-41
	n78
	No

	DC_1-41_n79
	CA_1-41
	n79
	No

	DC_1-42_n77
	CA_1-42
	n77
	DC_1_n77

	DC_1-42_n78
	CA_1-42
	n78
	No

	DC_1-42_n79
	CA_1-42
	n79
	No

	DC_1_SUL_n78-n842
	1
	SUL_n78-n84
	No

	DC_2-5_n66
	CA_2-5
	n66
	No

	DC_2-12_n66
	CA_2-12
	n66
	No

	DC_2-30_n66
	CA_2-30
	n66
	No

	DC_2-(n)71
	CA_2-71
	n71
	No

	DC_2-66_n71
	CA_2-66
	n71
	No

	DC_3_n3-n77
	3
	CA_n3-n77
	DC_3_n3

	DC_3_n3-n78
	3
	CA_n3-n78
	DC_3_n3

	DC_1-28_n77
	CA_1-28
	n77
	No

	DC_3-5_n782
	CA_3-5
	n78
	DC_3_n78

	DC_3-7_n28
	CA_3-7
	n28
	No

	DC_3-7_n782
	CA_3-7
	n78
	DC_3_n78

	DC_3-7-7_n782
	CA_3-7-7
	n78
	DC_3_n78

	DC_3-19_n772
	CA_3-19
	n77
	No

	DC_3-19_n782
	CA_3-19
	n78
	No

	DC_3-19_n792
	CA_3-19
	n79
	No

	DC_3-20_n282,3
	CA_3-20
	n28
	No

	DC_3-20_n782
	CA_3-20
	n78
	No

	DC_3-21_n772
	CA_3-21
	n77
	No

	DC_3-21_n782
	CA_3-21
	n78
	No

	DC_3-21_n792
	CA_3-21
	n79
	No

	DC_3-28_n782
	CA_3-28
	n78
	No

	DC_3_n28-n782
	3
	CA_n28-n78
	DC_3_n78

	DC_3-38_n78
	CA_3-38
	n78
	DC_3_n78

	DC_3-41_n78
	CA_3-41
	n78
	DC_3_n78

	DC_3-42_n77
	CA_3-42
	n77
	DC_3_n77

	DC_3-42_n78
	CA_3-42
	n78
	DC_3_n78

	DC_3-42_n79
	CA_3-42
	n79
	No

	DC_3_n77-n79
	3
	CA_n77-n79
	No

	DC_3_n78-n79
	3
	CA_n78-n79
	No

	DC_3_SUL_n78-n802
	3
	SUL_n78-n80
	DC_3_n78

	DC_3_SUL_n78-n822
	3
	SUL_n78-n821
	DC_3_n78

	DC_3_SUL_n79-n802
	3
	SUL_n79-n80
	No

	DC_5-7-7_n78
	CA_5-7-7
	n78
	No

	DC_5-7_n78
	CA_5-7
	n78
	No

	DC_5-30_n66
	CA_5-30
	n66
	No

	DC_7-7_n78
	CA_7-7
	n78
	No

	DC_7-20_n283
	CA_7-20
	n28
	No

	DC_7-20_n782
	CA_7-20
	n78
	No

	DC_7-28_n782
	CA_7-28
	n78
	No

	DC_7_n28-n782
	7
	CA_n28-n78
	No

	DC_7_n782
	CA_7
	n78
	No

	DC_7-46_n78
	CA_7-46
	n78
	No

	DC_8_SUL_n78-n812
	8
	SUL_n78-n81
	No

	DC_8_SUL_n79-n812
	8
	SUL_n79-n81
	No

	DC_12-30_n66
	CA_12-30
	n66
	No

	DC_18-28_n772
	CA_18-28
	n77
	No

	DC_18-28_n782
	CA_18-28
	n78
	No

	DC_18-28_n792
	CA_18-28
	n79
	No

	DC_19-21_n772
	CA_19-21
	n77
	No

	DC_19-21_n782
	CA_19-21
	n78
	No

	DC_19-21_n792
	CA_19-21
	n79
	No

	DC_19-42_n77
	CA_19-42
	n77
	No

	DC_19-42_n78
	CA_19-42
	n78
	No

	DC_19-42_n79
	CA_19-42
	n79
	No

	DC_19_n77-n79
	19
	CA_n77-n79
	No

	DC_19_n78-n79
	19
	CA_n78-n79
	No

	DC_20_n8-n75
	20
	CA_n8-n75
	DC_20_n8

	DC_20_n28-n753
	20
	CA_n28-n75
	No

	DC_20_n28-n782,3
	20
	CA_n28-n78
	No

	DC_20_n75-n782
	20
	CA_n75-n78
	No

	DC_20_n76-n782
	20
	CA_n76-n78
	No

	DC_20_SUL_n78-n822
	20
	SUL_n78-n82
	No

	DC_20_SUL_n78-n832
	20
	SUL_n78-n831
	No

	DC_21-42_n77
	CA_21-42
	n77
	No

	DC_21-42_n78
	CA_21-42
	n78
	No

	DC_21-42_n79
	CA_21-42
	n79
	No

	DC_21_n77-n79
	21
	CA_n77-n79
	No

	DC_21_n78-n79
	21
	CA_n78-n79
	No

	DC_28-42_n77
	CA_28-42
	n77
	No

	DC_28-42_n78
	CA_28-42
	n78
	No

	DC_28-42_n79
	CA_28-42
	n79
	No

	DC_41-42_n77
	CA_41-42
	n77
	No

	DC_41-42_n78
	CA_41-42
	n78
	No

	DC_41-42_n79
	CA_41-42
	n79
	No

	DC_41_n77
	CA_41
	n77
	No

	DC_41_n78
	CA_41
	n78
	No

	DC_41_n79
	CA_41
	n79
	No

	DC_42_n77
	CA_42
	n77
	No

	DC_28_SUL_n78-n832
	28
	SUL_n78-n83
	No

	DC_42_n77
	CA_42
	n77
	No

	DC_42_n78
	CA_42
	n78
	No

	DC_42_n79
	CA_42
	n79
	No

	DC_66_(n)71
	CA_66-71
	n71
	No

	DC_66_SUL_n78-n862
	66
	SUL_n78-n86
	DC_66_n78

	NOTE 1:
If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us.

NOTE 2:
Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability
NOTE 3:
The frequency range in band 28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.


<End of Changes>
