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	UE RF
	2-11
	Multiple frequency band indication
	1) Multiple frequency band indication
	
	Yes
	UE does not support multiple frequency band indication
	Type 4
	No Need
	No Need
	
	Per UE capability
	RAN4
	Mandatory to report whether to support MFBI
	

	
	2-12
	Modified MPR behaviour
	1) Modified MPR behaviour
	
	Yes
	UE does not support modified MPR behaviour 
	Type 1
	No Need
	No need
	
	Per band capability
	RAN4
	Optional
	

	
	2-13
	Multiple NS/P-Max
	1) Multiple NS/P-Max
	
	Yes
	UE does not support multiple NS/P-Max
	Type 4
	No Need
	No need
	
	Per UE capability
	RAN4
	Mandatory
	

	
	2-14
	Maximum uplink duty cycle
	1) Maximum percentage of uplink symbols can be scheduled within 10ms. The value range is {50%, 60%, 70%, 80%, 90%, 100%}.
	
	Yes
	The network cannot know maximum percentage of uplink symbols can be scheduled for high power UE (e.g. power class 2)
	Type 1
	No Need
	Applicable only to FR1
	
	Per band capability.

If this capability is absent and the percentage of uplink symbols transmitted in 10ms is larger than 50%, or this capability is not absent and the percentage of uplink symbols transmitted in 10ms is larger than this capability, apply all requirements for the default power class.

UE do not need to do UL duty cycle calculation when it’s transmit power is below 23dBm and all the UL/DL configurations can be scheduled.
	RAN4
	Optional to report for UE that supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class.
	


